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	Reason for change:
	There are instances when having the ability to include criteria in the group regroup request are needed, particularly in emergency situations when there is a need to location personel in a specific geographical area These requirements being addressed are in TS22.28:
· [R-6.6.4.2-001] The MCX Service shall provide a means for combining a multiplicity of MCX Users into a new, temporary group (i.e., to perform a "User Regroup operation")
· [R-6.6.4.2-002] The MCX Service shall provide a means for combining a multiplicity of MCX Users into a new, temporary group based on a parameter or a combination of parameters (e.g., particular geographic area, Participant type, initiation of urgent type communication such as MCX Emergency Alert or MCX Emergency Group Communication).
· [R-6.6.4.2-002a] The MCX Service shall provide a means for automatically combining a multiplicity of MCX Users into a temporary MCX Service Group based on certain criteria.
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	Add two additional IE’s, service group criteria and service user criteria, to the Preconfigured regroup request for the MC service client-MC service server and the MC service server-MC service server messages.
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* * * First Change * * * *

[bookmark: _Hlk27841152][bookmark: _Toc24660214][bookmark: _Toc122612561]10.15.2.1	Preconfigured regroup request (MC service client – MC service server)
Table 10.15.2.1-1 describes the information flow preconfigured regroup request from the MC service client to the MC service server.
Table 10.15.2.1-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the requester

	MC service group ID
	M
	MC service group ID of the regroup group

	MC service group ID
	M
	MC service group ID of the MC service group from which configuration is to be taken

	MC service group criteria
	O 
(see NOTE)
	Carries the details of criteria which will be used by the MC service server for determining the groups. For example, it can be a location based criteria to determine the MC service group ID list, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	MC service group ID list
	O
(see NOTE)
	List of MC service groups to be regrouped into the group regroup group

	MC service user ID list
	O
(see NOTE)
	List of MC service users to be regrouped into the user regroup group

	MC service user criteria
	O
(see NOTE)
	Carries the details of criteria which will be used by the MC service server for determining the participants. For example, it can be a location based criteria to determine the MC service user ID list in a particular area, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	NOTE:	One and only one of these shall be present.




* * * Second Change * * * *
[bookmark: _Toc24660215][bookmark: _Toc122612562][bookmark: _Toc24660216][bookmark: _Toc122612563]10.15.2.2	Preconfigured regroup request (MC service server – MC service client)
Table 10.15.2.2-1 describes the information flow preconfigured regroup request from the MC service server to the MC service client.
Table 10.15.2.2-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the target MC service group member

	MC service group ID
	M
	MC service group ID of the regroup group

	MC service group ID
	M
	MC service group ID of the MC service group from which configuration is to be taken

	MC service group ID list
	O
(see NOTE)
	List of MC service groups to be regrouped into the group regroup group

	MC service group criteria
	O 
(see NOTE)
	Carries the details of criteria which will be used by the MC service server for determining the groups. For example, it can be a location based criteria to determine the MC service group ID list, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	MC service user ID list
	O
(see NOTE)
	List of MC service users to be regrouped into the user regroup group

	MC service user criteria
	O
(see NOTE)
	Carries the details of criteria which will be used by the MC service server for determining the participants. For example, it can be a location based criteria to determine the MC service user ID list in a particular area, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	NOTE:	One and only one of these shall be present.



* * * Third Change * * * *

10.15.2.3	Preconfigured regroup request (MC service server – MC service server)
Table 10.15.2.3-1 describes the information flow preconfigured regroup request from the MC service server to the MC service server.
Table 10.15.2.3-1 Preconfigured regroup request information elements
	Information Element
	Status
	Description

	MC service ID
	M
	The MC service ID of the requester

	MC service group ID
	M
	MC service group ID of the regroup group

	MC service group ID
	M
	MC service group ID of the MC service group from which configuration is to be taken

	MC service group ID list
	O
(see NOTE)
	List of MC service groups to be regrouped into the group regroup group

	MC service group criteria
	O 
(see NOTE)
	Carries the details of criteria which will be used by the MC service server for determining the groups. For example, it can be a location based criteria to determine the MC service group ID list, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	MC service user ID list
	O
(see NOTE)
	List of MC service users to be regrouped into the user regroup group

	MC service user criteria
	O
(see NOTE)
	Carries the details of criteria which will be used by the MC service server for determining the participants. For example, it can be a location based criteria to determine the MC service user ID list in a particular area, or it could be tags (e.g. “fire”, “medical”, “police”, etc.), or a combination of tags and location, which is left to implementation.

	NOTE: One and only one of these shall be present.




* * * End of Changes * * * *

