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* * * First Change * * * *
[bookmark: _Toc122516678]9.3.2	Information flows for location information
[bookmark: _Toc122516679]9.3.2.0	Location reporting configuration request
Table 9.3.2.0-1 describes the information flow from the location management client to the location management server for requesting the location reporting configuration.
Table 9.3.2.0-1: Location reporting configuration request
	Information element
	Status
	Description

	Identity
	M
	Identity of the VAL user or identity of the VAL UE.

	VAL service ID
	O
	Identity of the VAL service for which the location reporting configuration is requested.



9.3.2.1	Location reporting configuration response
Table 9.3.2.1-1 describes the information flow from the location management server to the location management client for the location reporting configuration. This information flow may be sent individually addressed or group addressed on unicast or multicast.
Table 9.3.2.1-1: Location reporting configuration response
	Information element
	Status
	Description

	Identity
	M
	Identity of the VAL user or VAL group to which the location reporting configuration is targeted or identity of the VAL UE.

	Requested location information
	O
(see NOTE)
	Identifies what location information is requested

	> access type
	O
	Identity of the access type for which the location information is requested.

	> positioning method
	O
	Identity of the positioning method for which the location information is requested.

	Triggering criteria
	O
(see NOTE)
	Identifies when the location management client will send the location report

	Minimum time between consecutive reports
	O
(see NOTE)
	Defaults to 0 if absent otherwise indicates the time interval between consecutive reports

	NOTE:	If none of the information element is present, this represents a cancellation for location reporting.




[bookmark: _Toc122516680]9.3.2.x	Location reporting configuration notification
Table 9.3.2.x-1 describes the information flow from the location management server to the location management client for the location reporting configuration notification. This information flow may be sent individually addressed or group addressed on unicast or multicast.
Table 9.3.2.x-1: Location reporting configuration notification
	Information element
	Status
	Description

	Identity
	M
	Identity of the VAL user or VAL group to which the location reporting configuration is targeted or identity of the VAL UE.

	VAL service ID
	O
(see NOTE)
	Identity of the VAL service for which the location reporting configuration is notified.

	Requested location information
	O
	Identifies what location information is requested

	> access type
	O

	Identity of the access type for which the location information is requested.

	> positioning method
	O

	Identity of the positioning method for which the location information is requested.

	Triggering criteria
	O
(see NOTE)
	Identifies when the location management client will send the location report

	Minimum time between consecutive reports
	O
(see NOTE)
	Defaults to 0 if absent otherwise indicates the time interval between consecutive reports

	NOTE:	If none of the information element is present, this represents a cancellation for location reporting.



* * * End of Changes * * * *

