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1. Introduction
In this section, the functional entity cardinality is provided. 
2. Reason for Change
Describe the number of entities in PIN. 
3. Conclusions

N/A
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.542 V0.1.0
* * * Start of Change 1, all new text * * *
6.5
Cardinality rules

6.5.1
Application Client (AC)

The following cardinality rules apply for application client:

a)
one or more application clients per PIN client.
6.5.2
PEMC

The following cardinality rules apply for PEMC:

a)
one or more PEMCs per PIN.

b)
Only one PEMC in certain PIN is assigned as primary role and other PEMCs if any are assigned with secondary role.
c)
One PEMC can act as PEMC for multiple PINs.
6.5.3
PEGC

The following cardinality rules apply for PEGC:

a)
one or more PEGCs per PIN.

a)
For a certain PINE in PIN, one PEGC acts as default PEGC and other PEGCs act as backup.
c)
One PEGC can act as PEGC for multiple PINs.
6.5.4
PIN server

The following cardinality rules apply for PIN server:

a)
one PIN server per PIN.
b)
Multiple PINs per PIN server.
6.5.5
PIN client

The following cardinality rules apply for PIN client:

a)
one or more PIN clients per PIN.
b)
one PIN client per PIN element.
* * * End of Change * * *
