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* * * Change 1 * * * *
[bookmark: _Toc57673429][bookmark: _Toc122439246]7	Identities and commonly used values
[bookmark: _Toc37790976][bookmark: _Toc42003927][bookmark: _Toc50584243][bookmark: _Toc50584587][bookmark: _Toc57673430][bookmark: _Toc122439247]7.1	General
The following clauses list identities and commonly used values that are used in this technical specification.
[bookmark: _Toc37790977][bookmark: _Toc42003928][bookmark: _Toc50584244][bookmark: _Toc50584588][bookmark: _Toc57673431][bookmark: _Toc122439248]7.2	Identities
[bookmark: _Toc37790978][bookmark: _Toc42003929][bookmark: _Toc50584245][bookmark: _Toc50584589][bookmark: _Toc57673432][bookmark: _Toc122439249]7.2.1	General
[bookmark: _Toc37790979][bookmark: _Toc42003930]The following clauses specify a collection of identities that are associated with entities defined and being used in this specification. 
[bookmark: _Toc50584246][bookmark: _Toc50584590][bookmark: _Toc57673433][bookmark: _Toc122439250]7.2.2	Edge Enabler Client ID (EECID)
The EECID is a globally unique value that identifies an EEC. 
[bookmark: _Toc37790980][bookmark: _Toc42003931][bookmark: _Toc50584247][bookmark: _Toc50584591]NOTE:	Security and privacy aspects related to EECID are specified in 3GPP TS 33.558 [23].
[bookmark: _Toc57673434][bookmark: _Toc122439251]7.2.3	Edge Enabler Server ID (EESID)
The EESID identifies an EES and each EESID is unique within PLMN domain.
[bookmark: _Toc37790981][bookmark: _Toc42003932][bookmark: _Toc50584248][bookmark: _Toc50584592][bookmark: _Toc57673435][bookmark: _Toc122439252]7.2.4	Edge Application Server ID (EASID)
The EASID identifies a particular application for e.g. SA6Video, SA6Game etc. For example, all Edge SA6Video Servers will share the same EASID.
NOTE:	The definition of the EASID is out of scope of this specification.
[bookmark: _Toc37790982][bookmark: _Toc42003933][bookmark: _Toc50584249][bookmark: _Toc50584593][bookmark: _Toc57673436][bookmark: _Toc122439253]7.2.5	Application Client ID (ACID)
The ACID identifies the client side of a particular application, for e.g. SA6Video viewer, SA6MsgClient etc. For example, all SA6MsgClient clients will share the same ACID.
In case that the UE is running mobile OS, the ACID is a pair of OSId and OSAppId.
[bookmark: _Toc37790983][bookmark: _Toc42003934][bookmark: _Toc50584250][bookmark: _Toc50584594][bookmark: _Toc57673437][bookmark: _Toc122439254]7.2.6	UE ID
The UE ID uniquely identifies a particular UE within a PLMN domain. Following identities are examples that can be used:
a)	GPSI, as defined in 3GPP TS 23.501 [2].
[bookmark: _Toc57673438][bookmark: _Toc37790984][bookmark: _Toc42003935][bookmark: _Toc50584251][bookmark: _Toc50584595]NOTE:	To protect privacy of the user, MSISDN can be used as GPSI only after obtaining user's consent.
[bookmark: _Toc122439255]7.2.7	UE Group ID
The UE Group ID uniquely identifies a group of UE within a PLMN domain. Following identities are examples that can be used:
a)	internal group ID, as defined in 3GPP TS 23.501 [2]; and
b)	external group ID, as defined in 3GPP TS 23.501 [2].
[bookmark: _Toc122439256]7.2.8	EEC Context ID
The EEC Context ID is a globally unique value which identifies a set of parameters associated with the EEC (e.g., due to registration) and maintained in the Edge Enabler Layer by EESs. 
If the EEC registration request does not include a previously assigned EEC Context ID value, the receiver EES assigns a new EEC Context ID and creates an EEC Context as described in the Table 8.2.8-1.
Providing a previously assigned EEC Context ID at registration allows maintaining the EEC Context in the Edge Enabler Layer beyond the lifetime of a registration, subject to policies. If the EEC registration request does include a previously assigned EEC Context ID value, after EEC Context relocation, the receiver EES may assign a new EEC Context ID, subject to implementation and local policies. 
NOTE:	The EEC Context ID may be implemented as combination of other IDs (e.g., EES ID and registration ID). How the EEC Context ID is specified or assigned is out of scope of this specification.	
7.2.x	EAS-specific UE ID (Edge UE ID)
The Edge UE ID is an identifier that is associated with the UE ID and managed by EES. The EES can generate a temporary Edge UE ID(s) and associates it with the UE ID. It means that the Edge UE ID can be shared with the EAS instead of the UE ID to be used by the EAS in EDGE-3 interactions when it is not desired to share the UE ID with the EAS and/or AC (when the UE ID is shared with the EAS via the AC).

