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1. Introduction
This pCR completes the DD connection management flows.
2. Reason for Change
Information flow is added for DD connection mgmt.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.433.
* * * First Change * * * *

9.2
SEALDD regular connection management 
9.2.1
General

The following clauses specify procedures, information flow and APIs for SEALDD regular connection management (i.e. establishment and release) including signalling transmission and regular data transmission.
NOTE:
SEALDD server and VAL server may have different behaviour when establishing the connection for signalling transmission and regular data transmission. For signalling transmission, the VAL server may allocate the same address and port to send/receive the signalling traffic of all the users. For data transmission, the VAL server may allocate different addresses and ports to send/receive the data traffic of different users. And SEALDD server may need to identify the data traffic by checking the SEALDD connection establishment request since different SEALDD clients’ application data traffic should be mapped to their specific SEALDD-S connection.

Editor's Note:
How to differentiate the different use cases (shared address/port or UE specific address/port) stated in the NOTE of clause 9.2.1 is FFS and correspondingly the procedure text change is needed to use a more generic way instead of application signalling/data.
* * * Next Change * * * *

9.2.3
Information flows


9.2.3.x
SEALDD connection establishment notification
Table 9.2.3.x-1 describes the information flow from the SEALDD server to the SEALDD client or from the SEALDD server to the VAL server for notifying the SEALDD connection establishment.

Table 9.2.3.x-1: SEALDD connection establishment notification
	Information element
	Status
	Description

	SEALDD server ID
	M
	Identity of the SEALDD server

	VAL service ID
	O
	Identity of the VAL service

	Identity list
	O
(See NOTE 1)
	Identifier of VAL UEs or VAL users.

	
	
	

	SEALDD-S Data transmission connection information
	O
(See NOTE 1)
	Address/port of the SEALDD server to send/receive the application packets to/from the VAL server.

	SEALDD-Uu Data transmission connection information
	O
(See NOTE 2)
	Address/port of the SEALDD server to send/receive the SEALDD packets to/from the SEALDD client.

	SEALDD communication lifetime
	O
	Identifies the DD communication lifetime.

	NOTE 1:
This is applicable for SEALDD-S only.

NOTE 2:
This is applicable for SEALDD-Uu only.


9.2.3.y
SEALDD connection establishment notification acknowledgement
Table 9.2.3.y-1 describes the information flow from the SEALDD client to the SEALDD server or from the VAL server to the SEALDD server for acknowledging the SEALDD connection establishment notification.

Table 9.2.3.y-1: SEALDD connection establishment notification acknowledgement
	Information element
	Status
	Description

	Result
	M
	Result of the notification.

	SEALDD-S Data transmission connection information
	O
(See NOTE 1)
	Address/port of the VAL server to send/receive the application packets to/from the SEALDD server.

	SEALDD-Uu Data transmission connection information
	O
(See NOTE 2)
	Address/port of the SEALDD client to send/receive the SEALDD packets to/from the SEALDD server.

	NOTE 1:
This is applicable for SEALDD-S only.

NOTE 2:
This is applicable for SEALDD-Uu only.


9.2.3.a
SEALDD connection release notification
Table 9.2.3.a-1 describes the information flow from the SEALDD server to the SEALDD client or from the SEALDD server to the VAL server for notifying the SEALDD connection release.

Table 9.2.3.a-1: SEALDD connection release notification
	Information element
	Status
	Description

	SEALDD server ID
	M
	Identity of the SEALDD server

	SEALDD flow ID
	M
	Identifies the SEALDD flow. 


9.2.3.b
SEALDD connection release notification acknowledgement
Table 9.2.3.b-1 describes the information flow from the SEALDD client to the SEALDD server or from the VAL server to the SEALDD server for acknowledging the SEALDD connection release notification.

Table 9.2.3.b-1: SEALDD connection release notification acknowledgement
	Information element
	Status
	Description

	Result
	M
	Result of the notification.


* * * End of Changes * * * *
