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* * * First Change * * * *
[bookmark: _Toc57673556][bookmark: _Toc122439386][bookmark: _Toc57673569][bookmark: _Toc122439394][bookmark: _Toc37791045][bookmark: _Toc42004026][bookmark: _Toc50584368][bookmark: _Toc50584712][bookmark: _Toc57673617][bookmark: _Toc122439440]8.5.2.3.2	Subscribe
Figure 8.5.2.3.2-1 illustrates the EAS discovery subscription procedure between the EEC and the EES. This subscription enables EES to inform EEC of various EAS discovery related events of interest to EEC (e.g. EAS discovery notification and EAS dynamic information).
Pre-conditions:
1.	The EEC has received information (e.g. URI, IP address) related to the EES;
2.	The EEC has received appropriate security credentials authorizing it to communicate with the EES as specified in clause 8.11;
3.	The EES is configured with ECSP's policy for EAS discovery; and
4.	The EEC has optionally acquired a Notification Target Address to be used in its subscriptions to notifications.
NOTE 1:	Details of ECSP's policy are out of scope.
NOTE 2:	How the EEC acquires the notification target address or a notification channel URI to receive the notifications is out of scope of this release. The notification target address can terminate at the EEC (e.g. in an IoT device) if the deployment supports EEC reachability, or it can terminate at a push notification service. Details of the push notification service are out of scope of this release.


Figure 8.5.2.3.2-1: EAS discovery subscription
1.	The EEC sends an EAS discovery subscription request to the EES. The EAS discovery subscription request includes the EECID along with the security credentials, Event ID, and may include EAS discovery filters and EAS dynamic information filters to subscribe to information about particular EAS(s) or a category of EASs (e.g. gaming applications) or dynamic information about EAS(s). The EEC may include the "EES availability change" event to indicate the EES to notify the EEC about unavailability of the EES. 
2.	Upon receiving the request from the EEC, the EES checks if the EEC is authorized to subscribe for information of the requested EAS(s). The authorization check may apply to an individual EAS, a category of EASs or to the EDN, i.e. to all the EASs. The EES may utilize the capabilities (e.g. UE location) of the 3GPP core network as specified in clause 8.10.3. If the request is authorized, the EES creates and stores the subscription for EAS discovery.
3.	If the processing of the request was successful, the EES sends an EAS discovery subscription response to the EEC, which includes the subscription identifier and may include the expiration time, indicating when the subscription will automatically expire. To maintain the subscription, the EEC shall send an EAS discovery subscription update request prior to the expiration time. If an EAS discovery subscription update request is not received prior to the expiration time, the EES shall treat the EEC as implicitly unsubscribed.
If the EES is unable to determine the EAS information using the inputs in the EAS discovery subscription request, UE-specific service information at the EES or the ECSP policy, the EES shall reject the EAS discovery subscription request and respond with an appropriate failure cause.
	If the EEC is not registered with the EES, and ECSP policy requires the EEC to perform EEC registration prior to EAS discovery, the EES shall include an appropriate failure cause in the EAS discovery response indicating that EEC registration is required.
If the EAS discovery subscription request fails, the EEC may resend the EAS discovery subscription request again, taking into account the received failure cause. If the failure cause indicated that EEC registration is required, the EEC shall perform an EEC registration before resending the EAS discovery subscription request. 
* * * Next Change * * * *
8.5.3.4	EAS discovery subscription request
Table 8.5.3.4-1 describes the information elements for EAS discovery subscription request from the EEC to the EES. 
Table 8.5.3.4-1: EAS discovery subscription request
	Information element
	Status
	Description

	EECID
	M
	Unique identifier of the EEC.

	UE Identifier
	O 
	The identifier of the UE (i.e. GPSI or identity token)

	Event ID
	M
	Event ID:
- EAS availability change
- EAS dynamic information change
- EES availability change

	Security credentials
	M
	Security credentials resulting from a successful authorization for the edge computing service.

	Notification Target Address
	O
	The Notification target address (e.g. URL) where the notifications destined for the EEC should be sent to.

	EAS discovery filters
	O
	Set of characteristics to determine matching EASs (as detailed in Table 8.5.3.2-2).
Applicable for "EAS availability change" event

	EAS dynamic information filters
	O
	List of dynamic information changes (as detailed in Table 8.5.3.4-2) about EAS, the EEC is interested in.
Applicable for "EAS dynamic information change" event

	EEC Service Continuity Support
	O
	Indicates if the EEC supports service continuity or not. The IE also indicates which ACR scenarios are supported by the EEC.

	Proposed expiration time
	O
	Proposed expiration time for the subscription



Table 8.5.3.4-2: EAS dynamic information filters
	Information element
	Status
	Description

	List of dynamic information filters 
	M
	List of EAS dynamic information required by the EEC per EAS.

	> EASID
	M
	Identifier of the EAS

	> ACIDs
	O
	Flag to notify change in list of ACIDs served by the EAS

	> EAS Description
	O
	Flag to notify change in description of the EAS.

	> EAS Endpoint
	O
	Flag to notify change in EAS endpoint

	> EAS Features
	O
	Flag to notify any change in features provided by the EAS

	> EAS Schedule
	O
	Flag to notify change in availability schedule of the EAS (e.g. time windows)

	> EAS Service Area
	O
	Flag to notify change in change in geographical service area that the EAS serves

	> EAS Service KPIs
	O
	Flag to notify change in characteristics of the EAS.

	> EAS Status
	O
	Flag to notify change in the status of the EAS (e.g. enabled, disabled, etc.) 

	> Service continuity support
	O
	Flag to notify change in EAS support for service continuity.



* * * Next Change * * * *
[bookmark: _Toc57673571][bookmark: _Toc122439396]8.5.3.6	EAS discovery notification
Table 8.5.3.6-1 describes the information elements for EAS discovery notification from the EES to the EEC.
Table 8.5.3.6-1: EAS discovery notification
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the EES for the request

	Event ID
	M
	Either EAS discovery notification or EAS dynamic information notification or EES availability change

	EAS list
	O
	List of EAS profiles. Each element includes the information described below.

	> EAS profile
	M
	Profile of the EAS. Each element is described in clause 8.2.4

	> Lifetime
	O
	Time interval or duration during which the information elements in the EAS profile is valid and supposed to be cached in the EEC (e.g. time-to-live value for an EAS Endpoint)



* * * Next Change * * * *
8.6.3.1	General
The EES exposes ACR management event notifications of one or more UEs to an EAS. EES also uses ACR management event notifications to inform the EAS of the need to start an ACT or cancel a previously started ACT. ACR management event notifications exposed by the EES may rely on the NEF northbound API for monitoring event of user plane path management event. 
This capability exposed by the EES supports:
-	"User plane path change". This event supports to detect user plane path change for the application traffic and report the corresponding notification with user plane path change to the EAS.
-	"ACR monitoring". This event supports to detect user plane path change for the application traffic, discover the T-EAS(s), and report the corresponding notification with the discovered T-EAS(s).
-	"ACR facilitation". This event supports to detect user plane path change for the application traffic, make the decision for ACR, discover the T-EAS(s), influence the traffic for the selected T-EAS and report the corresponding notification with the selected T-EAS.
-	"ACT start/stop". This event informs the EAS the need to start or stop an ACT towards or from another EAS for a particular UE. The "ACT start" can also inform the EAS of the ACR parameters.
-	"ACR Selection". This event informs the EAS about the selected ACR scenario list for each AC using the EAS.
-	"EES availability change". This event informs the EAS about the unavailability of the EES. 
The availability of the ACR management event notifications relying on the user plane path management event notification service exposed by 5GC may change due to UE mobility between 5GC and EPC. If an EES exposes ACR event notifications to EAS(s) for a UE by relying on the 3GPP Core Network northbound API for user plane path management notifications, the EES monitors the availability of the northbound API for UE(s) served by the EAS (e.g. by utilizing Nnef_APISupportCapability as described in 3GPP TS 23.502 [3]) and provides the availability information to the EAS accordingly. If CAPIF is supported, the EES determines if the ACR management event API is available and able to be exposed to the EAS for a UE via the Availability of service APIs event notifications provided by the CAPIF core function as defined in 3GPP TS 23.222 [6].
* * * Next Change * * * *

[bookmark: _Toc57673620][bookmark: _Toc122439443]8.6.3.2.2	Subscribe
Figure 8.6.3.2.2-1 illustrates the subscribe operation between the EAS and the EES for ACR management event notifications.


Figure 8.6.3.2.2-1: ACR management event API: Subscribe operation
1.	The EAS sends ACR management event subscribe request (e.g. tracking the UE's user plane path change continuously). The EAS shall include UE Identifier or UE group Identifier for "user plane path change", "ACR monitoring" and "ACR facilitation" events.
a.	The EAS may include the "user plane path change" event to indicate the EES to notify the EAS when the EES detects there is a user plane path change for the application traffic and the EAS may include Subscription Type (Early and/or Late notification defined in clause 5.6.7 of 3GPP TS 23.501 [2]) and/or Indication of EAS Acknowledgement in the event subscription. 
b.	The EAS may include the "ACR monitoring" event to indicate the EES to notify the EAS when the EES detects there is a need for the ACR (e.g. when T-EAS is available at the target DNAI). The EAS may also include the Event Filters to specify the conditions to match for notifying the event, e.g., inter-EDN mobility, intra-EDN mobility.
c.	The EAS may include the "ACR facilitation" event to request the EES to make the decision for ACR, discover the T-EAS(s), influence the traffic for the selected T-EAS and notify the S-EAS of the selected T-EAS. If required, the EAS can add an indication to request service continuity planning.
d.	The EAS may include the "ACT start/stop" event to indicate the EES to notify the EAS of the need for start or stop ACT to or from another EAS for a particular UE. The EES may also use "ACT start" event to notify the EAS of the ACR parameters.
e.	The EAS may include the "“ACR Selection"” event to indicate the EES to notify the EAS of the selected ACR scenario list applicable to ACs using the EAS.
f.	The EAS may include the "EES availability change" event to indicate the EES to notify the EAS about unavailability of the EES.
2.	The EES checks if the EAS is authorized for this operation.
If authorized, and if the subscription in step 1 includes at least one of the "user plane path change", "ACR monitoring" and "ACR facilitation" events, the EES may invoke the PFD management procedure with the 3GPP Core Network as described in 3GPP TS 23.682 [10] and 3GPP TS 23.502 [8] with an application id. The traffic filter information sent by the EAS is used in requesting PFD management service. Further the EES provides the same application id for requesting user plane path management event service.
NOTE 1:	PFD management can be optionally supported in MNO. If EES cannot invoke step 2a, it responds EAS with appropriate error.
NOTE 2:	The EES can map the EASID into the application id that is used to invoke the PFD management procedure.Then the EES checks if there exists a subscription with the 3GPP core network for the user plane path management event notifications corresponding to the UE information obtained in step 1 as described in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3], which may be triggered by other EAS for the same UE. The EES checks the availability of the user plane path management event service for the UE.
a.	if a subscription with 3GPP core network does not exist, then the EES subscribes with the 3GPP core network (PCF, NEF or SCEF+NEF) for the user plane path management event notifications of the UE as described in 3GPP TS 23.501 [2] and 3GPP TS 23.502 [3] If the EAS provides Subscription Type and/or Indication of EAS Acknowledgement, the EES include the type of subscription and/or the indication of "AF acknowledgement to be expected" as information on AF subscription to corresponding SMF events within the AF Request;
b.	if a subscription with 3GPP core network exists, then the EES uses the locally cached user plane path management event notification information of the UE to respond to the EAS.
	The EES stores the subscription related to the EAS.
3.	If the event is "user plane path change", the EES may subscribe to UE expected behaviour analytics (UE mobility and UE communication) for the group of UEs as described in 3GPP TS 23.288 [18].
4.	If EAS is authorized, the EES responds with ACR management event subscribe response. If EAS is not authorized, the EES provides a rejection response with cause information.
	If the target UE and the 3GPP network support mobility between 5GC and EPC, the EES monitors the availability of the user plane path management event notification from the 3GPP network by utilizing Nnef_APISupportCapability or Availability of service APIs event notifications provided by the CAPIF core function.
* * * Next Change * * * *

[bookmark: _Toc50584371][bookmark: _Toc50584715][bookmark: _Toc57673621][bookmark: _Toc122439444]8.6.3.2.3	Notify
Figure 8.6.3.2.3-1 illustrates the notify operation between the EES and the EAS for continuous ACR management event notifications. 


Figure 8.6.3.2.3-1: ACR management event API: Notify operation
1.	The EES detects the ACR management event of the UE (e.g. receiving User plane path management event notification for the UE from the 3GPP core network) , or receiving ACR request from the EEC, or when the selected ACR scenario list for a particular AC changes. 
a.	If "user plane path change" Event is subscribed, the EES may cache the detected User plane path management event notification locally with timestamp as the latest information of the UE(s) and start the notification aggregation for a group of UEs. The EES decides whether to aggregate and the aggregation period based on the analytics result received from the 3GPP Core Network, local policy and User Plane path management subscription information received from the EAS. The EES determines to notify the user plane path management event notification information (e.g., DNAI) to the EASs which has subscribed for the "user plane path management" event. 
b.	If "ACR monitoring" Event is subscribed, based on the detected user plane path change report sent from the 3GPP core network, the EES checks whether the target DNAI is in the EAS profile of the subscribing EAS, if not it further checks whether a T-EAS is available at the target DNAI as described in steps 2-4 of clause 8.8.3.2. If a T-EAS is available, the EES notifies the EAS with T-EAS endpoint; otherwise this event notification will not be sent. Also, when the EES receives the ACR request from the EEC, the EES decides to send the notification to the EAS.
c.	If "ACR facilitation" Event is subscribed, based on the detected user plane path change report sent from the 3GPP core network, the EES checks whether the target DNAI is in the EAS profile of the subscribing EAS, if not it further checks whether a T-EAS is available at the target DNAI as described in steps 2-4 of clause 8.8.3.2. If a T-EAS is available, the EES selects the T-EAS from the discovered EAS list and applies the AF traffic influence with the N6 routing information of the selected T-EAS in the 3GPP Core Network. The EES also notifies the S-EAS with the selected T-EAS endpoint.
d.	If "ACT start/stop" event is subscribed, during the ACR launch if the EEC indicates the need to notify the EAS in the ACR request as described in clause 8.8.3.4, the EES shall send notification to the EAS to inform it about the need to start or stop the ACT to or from another EAS. The EES may include a service continuity planning indication so that the EES will monitor UE location. The notification message includes ACR identity (ACID, UE ID, S-EAS endpoint and T-EAS endpoint).
e.	If "“ACR Selection"” event is subscribed, the EES shall send notification to the EAS to update the selected ACR scenario list applicable for a particular AC (ACID, UE ID) if an update was received as described in clause 8.15.2.2.
f.	If "EES availability change" event is subscribed, the EES shall send notification to the EAS to update about unavailability of the EES.
2.	The EES sends ACR management event notification to the EAS. The EES includes the ACR management event notification information of the UE(s) and optionally the timestamp. If the event triggering the notification is DNAI change, the timestamp can be included to indicate the age of the user plane path management event notification information. The EES may only provide part of information included in the user plane path management event notification from 3GPP network (e.g. target DNAI). If the EAS had provided "Indication of EAS acknowledgement", the EES waits for acknowledgement from the EAS before it sends AF acknowledgement to the 3GPP core network.
If the event is "ACT start/stop", the notification shall include the endpoint address of the other EAS and the UE ID. The "ACT start" notification may include ACR parameters as per clause 8.8.3.9. Upon receiving the notification about the start of the ACR execution with "ACT start" event, the S-EAS avoids triggering a second ACR execution for the same identity (ACID, UE ID, S-EAS endpoint and T-EAS endpoint) until the current ACR execution is completed.
Editor's note: In order to start detect or decide, till how long the detection entity should wait for current ACR to complete, is FFS
If the event is “ACR Selection”, the notification shall include the selected ACR scenario list, ACID and UE ID. Upon receiving the notification, the EAS determines if it should perform ACR detection and/or ACR decision for a particular AC (ACID, UE ID).
3.	If the EAS had included Indication of EAS Acknowledgement within ACR path management event subscribe request described in clause 8.6.3.2.1, the EAS sends EAS Acknowledgement as a response to ACR management event notification to the EES either immediately or after the required ACT is completed. The EAS may reply in negative, e.g., the EAS may determine not to perform ACR. Then, the EES sends the AF acknowledgement to the 3GPP core network.
* * * Next Change * * * *

[bookmark: _Toc122439449]8.6.3.3.2	ACR management event subscribe request
Table 8.6.3.3.2-1 describes the information elements for an ACR management event subscribe request from the EAS to the EES. 
Table 8.6.3.3.2-1: ACR management event subscribe request
	Information element
	Status
	Description

	EASID 
	M
	The identifier of the EAS

	Security credentials
	M
	Security credentials of the EAS

	UE ID (NOTE 1)
	O
	The identifier of the UE (i.e. GPSI or identity token)

	UE Group ID (NOTE 1)
	O
	Identifies a group of UEs (i.e. internal group ID or external group ID)

	Event ID(s)
	M
	Event ID:
- user plane path change
- ACR monitoring 
- ACR facilitation
- ACT start/stop
- EES availability change

	Indication of service continuity planning 
	O
	Indicates that whether the erviceservice continuity planning is required i.e. whether EES shall monitor UE entering the predicted location. 

	Traffic filter information
	O
	The traffic filter information includes IP flow description, domain description (domain name, applicable protocol and matching criteria) or URI.

Applicable for the "user plane path change" event, the "ACR monitoring" event and "ACR facilitation" event.

	Event Report (NOTE 2)
	O
	Event Reporting Information as specified in 3GPP TS 23.502 [3]

	Notification Target Address
	M
	Notification Target Address of the EAS where the notification is to be sent by the EES

	Type of subscription
	O
	Indicates Early and/or Late notification to inform if the notification needs to be received before and/or after UP path configuration. Applicable for the "user plane path change" event.

	Indication of EAS acknowledgement
	O
	This IE indicates the EES to include indication of "AF acknowledgement to be expected" within the AF request for subscribing UP path management events to 3GPP network and that the EAS will provide an acknowledgement as a response for the notifications of UP path management events to the EES. Applicable for the "user plane path change" event.

	Event Filter
	O
	Event filter as specified in 3GPP TS 23.501 [2]

	EAS characteristics for ACR
	O
	Set of characteristics to determine required EAS as detailed in Table 8.5.3.2-2.
Applicable for the "ACR monitoring" event and "ACR facilitation" event.

	NOTE 1:	Either UE ID or UE Group ID shall be provided if the Event ID(s) includes any of the "user plane path change", "ACR monitoring" and "ACR facilitation" events. UE ID or UE Group ID are not applicable to "ACT start/stop" event.
NOTE 2:	This IE shall be present if the Event ID(s) includes any of the "user plane path change", "ACR monitoring" and "ACR facilitation" events. This IE is not applicable to "ACT start/stop" event.



Editor's note:	Whether all ACR management events need service continuity planning indication is FFS.
* * * Next Change * * * *

[bookmark: _Toc50584377][bookmark: _Toc50584721][bookmark: _Toc57673627][bookmark: _Toc122439451]8.6.3.3.4	ACR management event notification 
Table 8.6.3.3.4-1 describes the information elements for an ACR management event notification from the EES to the EAS. 
Table 8.6.3.3.4-1: ACR management event notification 
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the EES for the request

	List of event notifications
	M
	A list of event notifications for one or more UEs.

	> Event ID
	M
	The event ID for which the notification is triggered:
- user plane path change
- ACR monitoring 
- ACR facilitation
- ACT start/stop
- EES availability change

	> Event report (NOTE 1)
	O
	Event reporting information as specified in clause 5.2.8.3.1 of 3GPP TS 23.502 [3]

	> Timestamp
	O
	The timestamp of each event report.

	> EAS endpoint
	O
	The T-EAS endpoint shall be included for the "ACR monitoring" event and "ACR facilitation" event.
In case of "ACT start/stop" event, the endpoint address of the EAS to or from which the ACT is needed to start/stop.

	> Indication of service continuity planning 
	O
	Indicating EES will monitor UE entering the predicted location. 

	UEID (NOTE 2)
	O
	The identifier of the UE 

	ACR parameters (NOTE 3)
	O
	ACR parameters

	> Prediction expiration time
	O
	The estimated time the UE may reach the Predicted/Expected UE location or EAS service area at the latest.

	NOTE 1:	This IE shall be present if the Event ID(s) includes any of the "user plane path change", "ACR monitoring" and "ACR facilitation" events. This IE is not applicable to "ACT start/stop" event.
NOTE 2:	This IE shall be present only in case of "ACT start/stop" events.
NOTE 3:	This IE is applicable only when the ACT start event notification is used to send ACR parameters to the T-EAS as per clause 8.8.3.9.





* * * End of Change * * * *
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