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* * * First Change * * * *
[bookmark: _Toc122516622]6.5.2.8	SEAL-E
The interactions between the SEAL servers of the same type are generically referred to as SEAL‑E reference point. The specific SEAL service reference point corresponding to SEAL-E is specified in the specific SEAL service functional model.
NOTE:	The functions enabled over SEAL-E reference point are specified in each SEAL service.
* * * Next change * * * *
[bookmark: _Toc122516674]9.2.5.6	LM-E
The interactions related to location management functions between the location management servers in a distributed deployment are supported by LM-E reference point.
Editor's Note:	The functions enabled over LM-E reference point is FFS.

* * * Next change * * * *
[bookmark: _Toc122516786]10.2.5.6	GM-E
The interactions related to group management functions between the group management servers in a distributed deployment are supported by GM-E reference point.
Editor's Note:	The functions enabled over GM-E reference point is FFS.
* * * Next change * * * *
[bookmark: _Toc122516892]11.2.5.6	CM-E
The interactions related to configuration management functions between the configuration management servers in a distributed deployment are supported by CM-E reference point.
Editor's Note:	The functions enabled over CM-E reference point is FFS.
* * * Next change * * * *
[bookmark: _Toc122516954]12.2.5.6	IM-E
The interactions related to identity management functions between the identity management servers in a distributed deployment are supported by IM-E reference point.
Editor's Note:	The functions enabled over IM-E reference point is FFS.

* * * Next change * * * *
[bookmark: _Toc122516986]13.2.5.6	KM-E
The interactions related to key management functions between the key management servers in a distributed deployment are supported by KM-E reference point.
Editor's Note:	The functions enabled over KM-E reference point is FFS.
* * * Next change * * * *
[bookmark: _Toc122517013]14.2.5.6	NRM-E
The interactions related to network resource management functions between the network resource management servers in a distributed deployment are supported by NRM-E reference point.
Editor's Note:	The functions enabled over NRM-E reference point is FFS.
* * * End change * * * *
