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1. Introduction
This pCR clarifies the service continuity general clause.
2. Reason for Change
The text of clause 8.9.1 is updated to clarify the described scenarios and provide editorial fix.
3. Conclusions

NA
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.542 v0.1.0
* * * First Change * * * *

8.9
Service Continuity
8.9.1
General
PIN service continuity procedures enable an Application Client participating in a PIN or CPN to maintain service when PIN Elements enter or leave the PIN. The following examples illustrate scenarios where PIN service continuity is needed. 
In a first scenario, a first PIN Element (e.g. a UE) receives data from a second PIN Element (e.g. a home sensor), both PIN Elements are participating in the same PIN. Service contnuity can be triggered when the UE leaves home in order to re-configure the connectivity between both PIN Elements.
In a second scenario, a PIN Element is communicating with an Application Server via a PIN Gateway Client. Service continuity can be triggered when the PIN Gateway Client becomes unreachable in order to find a replacement PIN Gateway Client and re-configure connectivity between the PIN Element, the replacement PIN Gateway and the Application Server.

Two scenarios are specified for PIN Service Continuity:
- 
PIN service continuity in PIN Gateway Client relocation;
-
PIN service continuity in changing access to 5GS.
* * * End of Changes * * * *

