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[bookmark: _Toc114825061]* * * First Change * * * *
[bookmark: _Toc122605799]6.4.9	Reference point CAPIF-3e (between the API exposing function and the CAPIF core function)
The CAPIF-3e reference point, which exists between the API exposing function within the 3rd party trust domain and the CAPIF core function within the PLMN trust domain, is used for exercising access and policy related control for service API communications initiated by the API invoker.
The CAPIF-3e supports all the functions of CAPIF-3.
NOTE:	The security aspects of CAPIF-3e will beare specified by SA3in subclause 6.10 of 3GPP TS 33.122 [12].
Editor's note:	Reference to the appropriate SA3 specification is needed.
[bookmark: _Toc122605800]6.4.10	Reference point CAPIF-4e (between the API publishing function and the CAPIF core function)
The CAPIF-4e reference point, which exists between the API publishing function within the 3rd party trust domain and the CAPIF core function within the PLMN trust domain, is used for publishing the service API information.
The CAPIF-4e reference point supports all the functions of CAPIF-4.
NOTE:	The security aspects of CAPIF-4e arewill be specified in subclause 6.10 of 3GPP TS 33.122 [12]by SA3.
Editor's note:	Reference to the appropriate SA3 specification is needed.
[bookmark: _Toc122605801]6.4.11	Reference point CAPIF-5e (between the API management function and the CAPIF core function)
The CAPIF-5e reference point, which exists between the API management function within the 3rd party trust domain and the CAPIF core function within the PLMN trust domain, is used for management of service API, API invoker and API provider domain function information.
The CAPIF-5e reference point supports all the functions of CAPIF-5.
NOTE:	The security aspects of CAPIF-5e will beare specified in subclause 6.10 of 3GPP TS 33.122 [12]by SA3.
Editor's note:	Reference to the appropriate SA3 specification is needed.
