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* * * First Change * * * *
[bookmark: _Toc122516652]11	Application of functional model to deployments
[bookmark: _Toc122516653]11.1	General
This clause describes deployments of the functional model specified in clause 5.
[bookmark: _Toc122516654]11.2	Deployment of MSGin5G server(s)
The MSGin5G server(s) may be deployed either in the PLMN operator domain or deployed in the application service provider domain, e.g. VAL service provider domain. The MSGin5G server(s) connects with the 3GPP network system in one or more PLMN operator domain. The MSGin5G server(s) may be supporting multiple Application Servers.
Figure 8.2.1-4 illustrates the deployment of multiple MSGin5G Servers in a single PLMN operator domain. Each MSGin5G Server serves some MSGin5G service subscribers in this PLMN operator domain. In this deployment, the MSGin5G Servers shall be connected with each other to provide the MSGin5G service to all MSGin5G service subscribers in the PLMN operator domain. The MSGin5G Servers provide MSGin5G service to the Application Server(s) deployed in the VAL service provider domain. The Application Server may be connected and registered to one or multiple MSGin5G Server(s). 


Figure 11.2.1-1: MSGin5G Server(s) deployed in a single PLMN operator domain with interconnection between MSGin5G Server(s)
Figure 11.2.1-2 illustrates the deployment of MSGin5G Servers in multiple PLMN operator domain. Each MSGin5G Server serves the MSGin5G service subscribers in this PLMN operator domain. In this deployment, the MSGin5G Servers deployed in PLMN operator domain 1 may be connected with the MSGin5G deployed in PLMN operator domain 2 to provide the MSGin5G service interconnection based on the business agreement between PLMN operator 1 and PLMN operator 2.


Figure 11.2.1-2: MSGin5G Server(s) deployed in multiple PLMN operator domain with interconnection between MSGin5G Server(s)
Editor's note:	Whether MSGin5G Server can be deployed in EDN to fulfill the delay requirement specified in [R-5.1.2-001] of 3GPP TS 22.262 [2] is FFS.

11.3	Deployment of MSGin5G Server(s) and SEAL server(s)
If an MSGin5G Server interacts with SEAL Servers over the SEAL-S reference point specified for each SEAL service, i.e. the SEAL Server are not collocated in the MSGin5G Server, the application of functional model to deployments of SEAL servers specified in 3GPP TS 23.434 [5] applied. In the deployment, MSGin5G acts as the VAL servers specified in 3GPP TS 23.434 [5], but may be deployed in the PLMN operator domain.
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