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* * * First Change * * * *
[bookmark: _Toc122602519]7.5.2.2	Subscription for real-time UAV status information
Figure 7.5.2.2-1 describes the procedure for subscription for real-time UAV status information.
Pre-condition:
-	UAS application specific server has been provisioned with UAE server information.


Figure 7.5.2.2-1: Subscription for real-time UAV status information
1.	The UAE application specific server sends subscribe real-time UAV status information request to the UAE server. The request includes the one or more UAV ID(s).
2.	The UAE server stores the subscription information.
3.	The UAE server sends subscription response to the UAS application specific server.
[bookmark: _Toc122602520][bookmark: _Toc50599547][bookmark: _Toc51874984][bookmark: _Toc75370626]7.5.2.3	Notification of real-time UAV status information
Pre-conditions:
-	UAS application specific server has performed subscription as per procedure in clause 7.5.2.2 with UAE server and the procedure for processing real-time UAV status as specified in clause 7.5.2.1 has performed.


Figure 7.5.2.3-1: Notification for real-time UAV status information
1.	When real-time UAV status information is available at the UAE as per the subscription then, the UAE server sends notification of one or more real-time UAV(s) status information to the UAS application specific server. 

* * * Next Change * * * *
[bookmark: _Toc122602524][bookmark: _Toc75370617]7.5.3.2	Subscribe real-time UAV status information request
Table 7.5.3.2-1 describes the information flow for a UAS application specific server to subscribe to real-time UAV status information at the UAE server.
Table 7.5.3.2-1: Subscribe real-time UAV status information request
	Information element
	Status
	Description

	UASS ID
	M
	The identifier of the UAS application specific server which initiated this request.

	UAV ID (s)
	M
	The identifier of the one or more UAV(s) (e.g. 3GPP UE ID or CAA level UAV ID) for which the real-time UAV status is requested.

	Area of Interest
	M
	Geographic area location information where the UASS server wishes to monitor the UAS's location adherence.

	Notification Target URI
	M
	Target URI where the UAS application specific server wishes to receive the notifications about real-time UAV status information.




* * * Next Change * * * *

[bookmark: _Toc122602526][bookmark: _Toc75370619]7.5.3.4	Notify real-time UAV status information 
Table 7.5.3.4-1 describes the information flow for a UAS application specific server to receive notification about real-time UAV status information from the UAE server.
Table 7.5.3.4-1: Notify real-time UAV status information
	Information element
	Status
	Description

	Subscription ID
	M
	Identifier of the subscription for this notification.

	Real-time UAV(s) status information
	M
	The One or more real-time UAV(s) status information

	>UAV ID
	M
	The identifier of the UAV (e.g. 3GPP UE ID or CAA level UAV ID) for which the real-time UAV status information is notified.

	>UAV status information
	M
	The UAV status information includes the UAV network connection status information, location information and timestamp.




* * * Next Change * * * *
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