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1. Introduction

This contribution proposes to add IEs in VAL server data at onboarding request. 

2. Reason for Change

The NSCE server could helps the VAL managing the network slice via maintaining the mapping correlation between the VAL service(s) and Network slice(s), therefore the VAL service ID(s) and network slice related Identifier (s) could be provided at onboarding request.
4. Proposal

It is proposed to agree the following changes to TS 23.435.

* * * First Change * * * *

4.1
Registration

This functionality enables the VAL server to become a recognized user of the CAPIF. VAL server registration procedures are specified in clause 9.2.

* * * Next Change * * * *

9.2
Registration
For registration of the VAL server to be a recognized user of the CAPIF, the VAL server triggers the CAPIF Onboarding the API invoker procedure defined in 3GPP TS 23.222[3] clause 8.1. The NSCE server could be deployed with CAPIF core function.
Editor's note:
What additional information is needed (e.g. the mapping of slice ids to a VAL service) in onboarding request, and if needed, whether it is specific for NSCE service or generally applicable for CAPIF are FFS.

	
	
	

	
	
	

	
	

	

	
	
	

	
	
	

	
	
	

	
	
	

	
	
	

	



	
	
	

	
	
	

	
	

	

	
	

	

	
	
	




For de-registration of the VAL server, the VAL server triggers the CAPIF Offboarding the API invoker procedure defined in 3GPP TS 23.222[3] clause 8.2.

