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	* * * First Change * * * *
[bookmark: _Toc131119941]9.3.2.3	Location information request
Table 9.3.2.3-1 describes the information flow from the VAL server to the location management server and/or from the location management server to the location management client for requesting an immediate location information report.
Table 9.3.2.3-1: Location information request
	Information element
	Status
	Description

	Identity list
	M
	List of VAL users or VAL UEs whose location information is requested

	VAL service ID
	O
	Identity of the VAL service for which the location information is requested.

	Requested location information
	O
	Identifies what location information is requested

	> access type
	O
(see NOTE)
	Identity of the access type for which the location information is requested.

	> positioning method
	O
(see NOTE)
	Identity of the positioning method for which the location information is requested.

	Requested location access type
	O
(NOTE 1)
	Identity of the location access type for which the location information is requested, e.g. as described in clause 6.1.6.3.6 and 6.1.6.3.17 of TS 29.572[51].

	Requested positioning method
	O
(NOTE 1)
	Identity of the positioning method for which the location information is requested, e.g. as described in clause 6.1.6.3.6 of TS 29.572[51].

	Location QoS
	O
(NOTE 3)
	Definition of the location Quality of Service for which the location information is requested (see NOTE 2).

	NOTE 1:	The elementis is only applicable for request senting from the LM server to the LM client, and at least one IE shall be present.
NOTE 2:	The definition of location QoS has been defined in clause 4.1b of TS 23.273 [50] and the clause 6.1.6.2.13 of TS 29.572 [51].
NOTE 3:	The element is only applicable for the information flow from the VAL server to the location management server.



Editor's Note: It's FFS whether and how the LMS need to identify the VAL service when the VAL UE ID is used for location request.
Editor's Note: It's FFS the security aspects for LM-Uu and LM-S in relation to the VAL service ID that need to be coordinated with SA3.

* * * End of Changes * * * *

