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	* * * First Change * * * *	
[bookmark: _Hlk131606572][bookmark: _Toc128694822][bookmark: _Toc131201122][bookmark: _Hlk111043291]8.17.2.4.2.2	Request-response model
Figure 8.17.2.4.2.2-1 illustrates service provisioning procedure based on request/response model.
Pre-condition(s):
1.	ECS has received a sevice provisioning request from an EEC or T-EES discovery request from an EES. 
2.	The ECS has the ECS configuration information of the partner ECS (e.g. through preconfiguration, OAM configuration or ECS discovery).


Figure 8.17.2.4.2.2-1: Service provisioning information retrieval – Request/Response
1.	The ECS sends a service provisioning information retrieval request to the partner ECS. The request contains security information of the ECS, Service Provisioning filters received from the EEC or the EES and UE’s current location. If the UE hosting the EEC is roaming in a V-PLMN (determined using the serving PLMN information in the received service provisioning request, or by interacting with the H-PLMN), then the service provisioning infromation retrieval request includes the information of the serving PLMN i.e. the V-PLMN.
2.	The partner ECS authorizes the received request. If authorized, the partner ECS processes the request and gathers the provisioning information of the EDNs that can satisfy the query parameters received in step 1.
3.	The partner ECS sends a service provisioning information retrieval response to the ECS. The response includes provisioning information of the EDNs that can satisfy the query parameters received in step 1 and may include lifetime information. The ECS caches the received information for further use. If the Lifetime IE is included, then the ECS may reuse the retrieved information only for the duration specified by the Lifetime IE, without the need to repeat step 1.
NOTE:	Partner ECS can be a V-ECS based on the roaming status of the UE for which the service provisioning information is being retrieved.
Editor's note:	Information flows for service provisioning information retrieval is FFS. It is FFS whether this procedure and its information flows can be merged to the existing service procedure and flows.
Editor's note: Applicability of this procedure for federation is FFS.
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