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1. Introduction
This pCR introduces requirements related to PIN subscriptions.
2. Reason for Change
Clause 5.2.8 related to subscription requirements is missing.
Aditionally, a clause numbering issue is resolved and an EN on PIN application KPIs is introduced.
3. Conclusions

NA
4. Proposal

It is proposed to agree to the following changes to 3GPP TS 23.542 v0.2.0.
* * * First Change * * * *

5.2.8
Subscription service
5.2.8.1
General
This clause specifies the requirements for PIN subscription service.
5.2.8.2
Requirements

[AR-5.2.8.2-a]
The application layer architecture shall provide subscription and notification mechanisms enabling to receive PIN modification information changes.

[AR-5.2.8.2-b]
The application layer architecture shall provide subscription and notification mechanisms enabling to receive PIN management information changes.
[AR-5.2.8.2-c]
The application layer architecture shall provide subscription and notification mechanisms enabling to receive PIN profile information changes.
[AR-5.2.8.2-d]
The application architecture shall provide subscription and notification mechanisms enabling to receive PIN connectivity 
information changes.
[AR-5.2.8.2-e
]
The application architecture shall provide subscription and notification mechanisms enabling to receive PIN service continuity information changes.
5.2.9
PIN application KPIs
Editor's note: Whether PIN application KPIs requirements are needed is FFS. 


* * * End of Changes * * * *
�Does PIN connectivity include the PDU session related changes, which we proposed in our new disclosure? Or do we specify like giving e.g. 5GC connectivity including PDU session related information?


�Should there be a requirement for Service Switch as well ?





