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1. Introduction

This contribution proposes text for update of Architectural requirements.
2. Reason for Change
Update of Architectural requirements is needed.

3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.435.
* * * First Change * * * *

6
Architectural requirements 
Clauses under this clause shall document the architectural requirements for the architecture.

6.1
General Description

The following clauses specify the requirements for network slice capability enablement services for application layers.

6.2
General requirements

[AR-6.2-1] The NSCE architecture shall support the NSCE server to communicate with the VAL server with one or more applications.

[AR-6.2-2] The NSCE architecture shall support the NSCE server to communicate with one or more VAL servers.

[AR-6.2-3] The NSCE architecture shall support the NSCE server to interact with 3GPP network management system(s) to consume network slice management services provided by MNO(s). The network management system(s) can belong to the same PLMN or different PLMNs on which the NSCE service provider offers its services.
[AR-6.2-4] The APIs interactions between the vertical application server(s) and NSCE server(s) shall conform to CAPIF as specified in 3GPP TS 23.222 [3].
[AR-6.2-x] The NSCE architecture shall support the NSCE server to communicate with one or more other NSCE server(s).
* * * End of Changes * * * *

