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* * * First Change * * * *
[bookmark: _Toc113304247][bookmark: _Toc424654348][bookmark: _Toc428364931][bookmark: _Toc433209526][bookmark: _Toc460615892][bookmark: _Toc460616753][bookmark: _Toc114868498]10.19.2.2.X	Ad hoc group call get userlist (MCPTT server – MCPTT server)
Table 10.19.2.2.X-1 describes the information flow ad hoc group call get userlist between MCPTT servers.
Table 10.19.2.2.X-1: Ad hoc group call get userlist
	Information element
	Status
	Description

	MCPTT ad hoc group ID
	M
	The associated MCPTT group ID of the ad hoc group call

	Criteria for determining the participants
	M
	Carries the details of criteria or meaningful label identifying the criteria or the combination of both which will be used by the MCPTT server for determining the participants e.g., it can be a location based criteria to invite particpants in a particular area



[bookmark: _Toc113304248]10.19.2.2.Y	Ad hoc group call get userlist response (MCPTT server – MCPTT server)
Table 10.19.2.2.Y-1 describes the information flow ad hoc group call get userlist response between MCPTT servers.
Table 10.19.2.2.Y-1: Ad hoc group call get userlist response
	Information element
	Status
	Description

	MCPTT ad hoc group ID
	M
	The associated MCPTT group ID of the ad hoc group call

	MCPTT ID list
	M
	List of MCPTT IDs meeting the criteria specified in the ad hoc group call get userlist



* * * End of Changes * * * *


