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1. Introduction
Introduces QoS management via SEALDD, with an enhancement to SEALDD in a companion contribution.
2. Reason for Change
FFApp QoS management remains unspecified. 
3. Proposal
It is proposed to agree the following changes to 3GPP TS 23.545 V0.9.0.
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[bookmark: _Toc106027237][bookmark: _Toc106027343]* * * First Change * * * *

[bookmark: _Toc125543310]C.3	 Support for FF message delivery by SEALDD
Editor's note:	the content shall be cross-checked, and if needed aligned with the final version of SEALDD later.
[bookmark: _Toc125543311]C.3.1	General
The FF application layer utilizes the SEAL services to support for FF message delivery by SEALDD specified in 3GPP TS 23.433 [11].
[bookmark: _Toc125543312]C.3.2	SEALDD regular connection establishment
The SEALDD regular connection establishment procedures are specified in subclause 9.2 of 3GPP TS 23.433 [11].
The following information flows applied:
-	SEALDD enabled regular transmission request specified in subclause 9.2.3.1 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission response specified in subclause 9.2.3.2 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission connection establishment request specified in subclause 9.2.3.3 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission connection establishment response specified in subclause 9.2.3.4 of 3GPP TS 23.433 [11];
[bookmark: _Toc125543313]C.3.3	SEALDD enabled E2E redundant transmission
The SEALDD enabled E2E redundant transmission procedure is specified in subclause 9.3 of 3GPP TS 23.433 [11].
The following information flows applied:
-	SEALDD URLLC transmission request specified in subclause 9.3.3.1 of 3GPP TS 23.433 [11];
-	SEALDD URLLC transmission response specified in subclause 9.3.3.2 of 3GPP TS 23.433 [11];
-	SEALDD URLLC transmission connection establishment request specified in subclause 9.3.3.3 of 3GPP TS 23.433 [11];
-	SEALDD URLLC transmission connection establishment response specified in subclause 9.3.3.4 of 3GPP TS 23.433 [11];
-	SEALDD URLLC transmission connection update request specified in subclause 9.3.3.5 of 3GPP TS 23.433 [11];
-	SEALDD URLLC transmission connection update response specified in subclause 9.3.3.6 of 3GPP TS 23.433 [11];
C.3.z	SEALDD enabled QoS management
The SEALDD enabled QoS management procedure is specified in subclause 9.y of 3GPP TS 23.433 [11].
The following information flows applied:
	SEALDD enabled regular transmission request specified in subclause 9.2.3.1 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission response specified in subclause 9.2.3.2 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission connection establishment request specified in subclause 9.2.3.3 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission connection establishment response specified in subclause 9.2.3.4 of 3GPP TS 23.433 [11];
-	SEALDD enabled regular transmission notification request  specified in subclause 9.2.3.x of 3GPP TS 23.433 [11];


