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>>>> Start of Changes <<<<

[bookmark: _Toc132050395][bookmark: _Toc145673953]8.2.12	ECS Profile
The ECS profile includes information about the ECS and EDN configuration information it provides.
Table 8.2.12-1: ECS Profile
	Information element
	Status
	Description

	ECS address 
	M
	Endpoint information of ECS (e.g. URI, FQDN, IP address)

	ECSP Identifier
	O
	The identifier of the ECSP (e.g., the MNO or a 3rd party service provider) that provides the ECS. 

	Spatial Validity Conditions
	O
	Spatial validity condition, as described in 3GPP TS 23.548 [20]

	Federation information
	O
	List of information for different federation agreements related to the ECS

	> List of partner ECSPs
	O
	List of ECSPs that are authorized to receive the information of this ECS.

	List of supported PLMN(s)
	O
	The List of PLMNs and associated ECSPs for which EDN configuration information can be provided by the ECS.

	> PLMN ID
	O
	The identifier of a PLMN for which EDN configuration information can be provided by the ECS.

	> List of supported ECSP(s)
	O
	The identifier of the ECSP(s) associated with the PLMN and whose information is available at the ECS 

	>> ECSP ID
	M
	Identifier of an ECSP

	>>> EASIDs
	M
	List of EASIDs available or expected to be available through the ECSP.

	> PDU Session configuration information
	O
	DNN and optionally S-NSSAI information for roaming UEs to establish an PDU session with the ECS.



Editor's note:	[SA3] Details of ECS profile require consultation with SA3.


>>>> End of Changes <<<<

