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[bookmark: _Hlk514274591][bookmark: _Hlk520730635]1	Introduction
This document contains the initial version (v0.0.0) of TR 23.946. 

2	Proposal
Refer the attached 23.946-000.

[bookmark: _Toc110340790]3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
<ABBREVIATION>	<Expansion>

4 	CAPIF Overview
4.1	Benefit for developers
4.2	Technology of CAPIF
4.3	Architecture
4.4	Procedure



5 	Use Case for CAPIF
Editor's Note: This clause will provide some representative use cases for CAPIF. If you want to add use cases, please add subclauses.  
5.1.	Use Case: Onboarding the API invokers
5.1.1			Description
5.1.2			Design patterns
5.1.3			Recommended Requirements
5.2	Use Case: RNAA(AF originated API invocation)
5.2.1			Description
5.2.2			Design patterns
5.2.3			Recommended Requirements
5.3	Use Case: RNAA(UE originated API invocation)
5.3.1			Description
5.3.2			Design patterns
5.3.3			Recommended Requirements
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