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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc146545611]10.16.5.2	Private call redirection 
Table 10.16.5.2-1 describes the information flow of a private call redirection, which is sent from the MC service server to an MC service client initiating a private call towards a migrated MC service user.
Table 10.16.5.2-1: Private call redirection 
	Information element
	Status
	Description

	MC service ID
	M
	The MC service ID of the MC service user initiating a private call, i.e., calling party. The MC service ID can either be MCPTT ID, MCVideo ID, or MCData ID. 

	MC service ID
	M 
	The MC service ID of the target MC service user (i.e., called party), which the MC service user has obtained from its primary MC system before migration. The MC service ID can either be MCPTT ID, MCVideo ID, or MCData ID. 

	MC service ID
	M
	The MC service ID of the target MC service user, which the MC service user has obtained from its migrated MC system after Migration. The MC service ID can either be MCPTT ID, MCVideo ID, or MCData ID.

	KMS URI (NOTE)
	O
	The KMS URI associated with the MC service ID of the migrated MC service user. 

	Redirection reason
	O
	The MC service server informs the calling party that the target MC service user has migrated. 

	NOTE:	If the KMS URI is not configured in the MC service user profile and is not included in the private call redirection messangemessage, then the MC service client shall obtain KMS URI using the KMS lookup procedure defined in 3GPP TS 33.180 [19].




* * * * End of changes * * * *
