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* * * * First Change * * * *
[bookmark: _Toc146236027]9.3.2.14	Location area monitoring subscription request
Table 9.3.2.14-1 describes the information flow from the VAL server to the location management server for location area monitoring subscription request.
Table 9.3.2.14-1: Location information monitoring subscription request
	Information element
	Status
	Description

	Identity
	M
	Identity of the requesting VAL server, VAL UE or SEAL Server

	Location Information criteria
	M
	Location information to be monitored.
It includes the geographic location information or a VAL service area identified by the VAL service area ID or a reference UE along with the application defined proximity range from the reference UE.

	Time between consecutive reports
	O
	It indicates the interval time between consecutive reports

	Immediate Report Indicator
	O
	Indicates whether an immediate location report is required

	Triggering events
	O
	Identifies when the server will send the notification (e.g. distance travelled)

	Notification Target URI
	M
	Target URI where the VAL server wishes to receive the notifications about location area monitoring.



* * * * Next Change * * * *
[bookmark: _Toc146236030]9.3.2.17	Location area monitoring subscription modify request
Table 9.3.2.17-1 describes the information flow from the VAL server to the location management server for location area monitoring subscription modify request.
Table 9.3.2.17-1: Location information monitoring subscription modify request
	Information element
	Status
	Description

	Identity
	M
	Identity of the requesting VAL server, VAL UE or SEAL Server

	Subscription identity
	M
	Identifies the subscription

	Location Information criteria
	M
	Location information to be monitored.
It includes the geographic location information or a VAL service area ID or a reference UE along with the application defined proximity range from the reference UE.

	Time between consecutive reports
	O
	It indicates the interval time between consecutive reports

	Immediate Report Indicator
	O
	Indicates whether an immediate location report is required

	Triggering events
	O
	Identifies when the server will send the notification (e.g. distance travelled)

	Notification Target URI
	O
	Target URI where the VAL server wishes to receive the notifications about location area monitoring.



* * * * End of Changes * * * *

