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* * * 1st Change * * * *
[bookmark: _Toc138277918]
[bookmark: _Toc146544980]5.2.9	Migration
[bookmark: _Toc146544981]5.2.9.1	General
Migration provides means for the MC service user to obtain MC services from a partner MC system. As the MC service client receives one or multiple user profiles for the MC service user from its primary MC system (as described in clause 10.1.4.3). Each user profile contains a list of partner MC systems that the user is permitted to migrate to, along with necessary access information to facilitate service authentication, hence, facilitate migration to the partner MC system. 
MC service interconnection needs to be provided between MC systems that wish to provide migration of their MC service users.
Migration of MC service users between any two MC systems can be on a bilateral or unilateral basis.
NOTE:	Whether migration is bilateral or unilateral between any two MC systems is left to business agreements between the two MC service providers, and is outside the scope of the present document.
Migration may be triggered by the primary MC system or may be requested by the MC service client due to its geographical changes.
Upon a successful service authorization for migration, i.e., once the MC service user is authorized to migrate to a partner MC system, its primary MC system marks the user as migrated, is informed of the target partner MC system, and records the corresponding MC service ID of the migrated user provided by the partner MC system. Further details are described in clause 10.6.3.
[bookmark: _GoBack]In case of failure of migrating towards a partner MC system, it is left to business agreements between the two MC service providers whether the MC service may be granted at the partner MC system.
The functional alias of a migrated MC service user at a partner MC system, which is defined in the partner MC system, can be utilized as a target address in private communication as described in clause 10.16.3.
During migration of an MC service user to a partner MC system, media of the MC service user's calls may need to be routed to the MC service user's primary MC system e.g. for logging purposes.

* * * End of Change * * * *


