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* * * First Change * * * *
[bookmark: _Toc37790895][bookmark: _Toc42003844][bookmark: _Toc50584154][bookmark: _Toc50584498][bookmark: _Toc57673341][bookmark: _Toc145673788]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
Application Context: A set of data about the Application Client that resides in the Edge Application Server.
Application Context Relocation: Refers to the end-to-end service continuity procedure described in clause 8.8.
Application Context Transfer: Refers to the transfer of the Application Context between the source Edge Application Server and the target Edge Application Server, which is a part of the service continuity procedure described in clause 8.8.
Application Server: Application software resident in the cloud performing the server function.
Associated EES: One or multiple EES(s) which support all bundled EAS within the same EDN, and each EES of the associated EES(s) serving all or part of EAS list of the bundle EAS.
Common EAS: An EAS which can serve a group of UEs using the same application.
Common EES: An EES which has a Common EAS registered with it.
Edge Computing: A concept, as described in 3GPP TS 23.501 [2], that enables operator and 3rd party services to be hosted close to the UE's access point of attachment, to achieve an efficient service delivery through the reduced end-to-end latency and load on the transport network.
Edge Computing Service Provider: A mobile network operator or a 3rd party service provider offering Edge Computing service.
Edge Data Network: A local Data Network that supports the architecture for enabling edge applications.
EEC Context: A set of data about the Edge Enabler Client that resides in the Edge Enabler Server.
Edge Enabler Layer: Refers to the overall functionality provided by the entities such as Edge Enabler Client, Edge Enabler Server, Edge Configuration Server and Cloud Enabler Server, in support of applications as per the architecture defined in clause 6.
Edge Hosting Environment: An environment providing support required for Edge Application Server's execution.
Instantiable EAS: EAS type for which the instantiation trigger from the Edge Enabler Layer is considered by the ECSP management system for instantiating EAS.
Main EAS: An EAS in EAS bundle taking the role of controlling the ACR for EAS bundle in network side decided ACR scenario.
Partner ECS: Refers to an ECS deployed by a partner ECSP.
Partner ECSP: An ECSP with whom there is a service level agreement for resource sharing for roaming or federation or both.


