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>>>> Start of Changes <<<<

[bookmark: _Toc57673549][bookmark: _Toc145674055]8.5	EAS discovery
[bookmark: _Toc37791024][bookmark: _Toc42003989][bookmark: _Toc50584334][bookmark: _Toc50584678][bookmark: _Toc57673550][bookmark: _Toc145674056]8.5.1	General 
Discovery procedures enable entities in an edge deployment to obtain information about EAS and their available services, based on specified criteria of interest. 
EAS discovery enables the EEC to obtain information about available EASs of interest (e.g. instantiated EASs registered with the EES and instantiable EASs that may be created when needed). The discovery of the EASs is based on matching EAS discovery filters provided in the request. 
When multiple EASs are discovered for a specific AC, the EEC may select one or more EASs to enable AC communication with one of the selected EASs. The selection algorithm is outside the scope of this specification. Once the EAS is selected, the EEC may subscribe for the ACR event notifications at the EES of the selected EAS, as described in clause 8.8.3.5.2. The EDN configuration information received from ECS may be used for establishing a connection to EAS(s).
EAS discovery may be initiated by the EEC when a certain trigger condition at the UE is met. Some examples are as follows: 
-	AC related updates available at the EEC (e.g. due to AC installation/re-installation/activation), AC requesting application server access;
-	Lifetime received via EAS discovery response specified in clause 8.5.3 is expired; or
-	EEC detects the need of application context relocation as in clause 8.8.
NOTE:	When the EEC decides to perform EAS discovery is up to EEC implementation.
When If the EASs consisting of the EAS bundle bundle EASs register to different EESs and if the Bundle Type of the  EAS bundle is set to Direct bundle, then the EEC sends the EAS discovery request message to the associated EES for the bundle EAS information.
[bookmark: _GoBack]
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