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* * * First Change * * * *
[bookmark: _Toc113357398][bookmark: _Toc129697089][bookmark: _Toc146236627][bookmark: _Toc88561777]14.3.13.x	BDT configuration delete 
Figure 14.3.13.x-1 illustrates a procedure for deleting the BDT configuration on the NRM server by the VAL server.
Pre-conditions:
1.	The VAL server has performed the BDT configuration request as specified in clause 14.3.13.2.


Figure 14.3.13.x-1: BDT configuration delete 
1.	A VAL Server requests the NRM Server to delete its background data transfer policy configuration using the BDT_Configuration_delete_request (see clause 14.4.x.5).
The request includes identifier for the BDT policy configuration stored at the NRM server.
2.	The NRM Server may perform the BDT policy negotiation update as specified in 3GPP TS 23.502 [11] clause 4.16.7.2. If NRM server is currently serving only one VAL server, then BDT policy delete is performed as specified in 3GPP TS 23.502 [11] clause 4.16.7.3. The request for deletion of the BDT policy configuration by the VAL server removes the requirement of the VAL server to perform BDT to the VAL UE or group of VAL UEs. This may impact the selected BDT policy.
3.	The NRM Server provides a response to the VAL server indicating success or failure of the operation.

* * * Next Change * * * *
[bookmark: _Toc146236476]14.3.2.x	BDT configuration delete request
Table 14.3.2.x-1 describes the information flow for the BDT configuration delete request from the VAL server to the NRM Server.
Table 14.3.2.x-1: BDT configuration delete request
	Information element
	Status
	Description

	VAL service ID
	M
	Identity of the VAL service for which the BDT configuration is requested to be deleted.

	BDT configuration identifier
	M
	Identifier of the BDT configuration stored in the NRM server.



[bookmark: _Toc146236477]14.3.2.y	BDT configuration response
Table 14.3.2.y-1 describes the information flow for BDT configuration delete response from the NRM server to the VAL server.
Table 14.3.2.y-1: BDT configuration delete response
	Information element
	Status
	Description

	Result
	M
	The result indicates success or failure of BDT configuration delete operation.
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