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[bookmark: _Toc517082226]* * * * 1st change * * * *
[bookmark: _Toc122563402][bookmark: _Toc154856751]7.19.3.1.4	Modification of ad hoc group call participants by an authorized user
Figure 7.19.3.1.4-1 below illustrates the modification of ad hoc group call participants procedure by an authorized user.
Pre-conditions:
1.	An ad hoc group call is already in progress and the participants list is provided by the originating MCVideo user while initiating the MCVideo ad hoc group call.
2.	The participants of the MCVideo ad hoc group call belong to the single MCVideo system.
3.	The MCVideo users on MCVideo client 1, MCVideo client 3 to MCVideo client n are on an ongoing ad hoc group call.
4.	The MCVideo user at MCVideo client 1 determines to remove the user of MCVideo client 3 from the ad hoc group call and add user of MCVideo client 2 into the on-going ad hoc group call.



Figure 7.19.3.1.4-1: Modification of ad hoc group call participants by an authorized user
1.	The MCVideo user at the MCVideo client 1 is authorized and requests to modify ad hoc group call participants. The MCVideo client 1 sends the modify ad hoc group call participants request to the MCVideo server in order to remove MCVideo client 3 from the ongoing ad hoc group call and add MCVideo client 2 into it.
2.	The MCVideo server verifies whether the MCVideo client 1 is authorized to add or remove (modify) the participants of the on-going ad hoc group call. If the ad hoc group was formed by using criteria, the request overrides the criteria and adds or removes participants also when those do not meet or meet the criteria.
3.	The MCVideo server sends modify ad hoc group call participants response to the MCVideo client 1.
4.	The MCVideo server sends the ad hoc group call leave request to the MCVideo client 3 in order to remove it from the on-going ad hoc group call.
5.	The MCVideo client 3 notifies the user of the ad hoc group call leave request.
6.	The MCVideo client 3 sends the ad hoc group call leave response to the MCVideo server.
7.	The MCVideo server sends the ad hoc group call request towards MCVideo client 2.
NOTE:	Steps 7 to 9 can occur at any time following step 3.
8.	The receiving MCVideo client 2 notifies the user about the incoming ad hoc group call.
9.	The MCVideo client 2 accepts the ad hoc group call request and send ad hoc group call responses to the MCVideo server. The response may also contain a functional alias of the responding MCVideo user, which is verified (valid and activated for the user) by the MCVideo server. The MCVideo server considers the MCVideo user as implicitly affiliated to the ad hoc group.
10.	The MCVideo server may notify the initiating MCVideo user of all the users who are added to the on-going ad hoc group call. This notification may be sent to the initiating MCVideo user by the MCVideo server more than once during the call when MCVideo users join or leave the ad hoc group call.
11.	The MCVideo server may notify the participants about the change in the participants of on-going ad hoc group call.

* * * * End of changes * * * *
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