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* * * First Change * * * *


4.X
Bundle EAS
The bundle EAS contains two scenarios: direct bundle, proxy bundle.
Direct bundle EAS: the AC interact with multiple EASs, so that the AC can obtain services from multiple EAS, then AC can process the data from multiple EASs and caculate the result based on the data obtained from multiple EASs. In this scenario, there is no coordination between the EASs.
Proxy bundle EAS: the AC interact with one EAS (i.e. main EAS) of the EAS bundle, and the main EAS interact with other EASs, the main EAS can process the data from other EASs and calculate the result based on the data obtained from other EASs, then main EAS can provide the result to the AC. In this scenario, there is coordination between the EASs.
4.X.1
Direct bundle 
For the purpose of direct bundle EAS discovery, the AC profile is configured the bundle type (direct bundle), bundle ID, list of EAS IDs which belongs to the direct bundle. Accordingly, the EAS profile is configured with the bundle type (direct bundle), bundle ID. The ECS identifies the EES(s) which support all the direct bundle EASs as described in clause 8.3.3.2.2. Then the EES(s) identifies the direct bundle EAS as described in clause 8.5.2.2.
4.X.2
Proxy bundle 
For the purpose of direct bundle EAS discovery, the AC profile is configured with the bundle type (proxy bundle), bundle ID, main EAS ID. Accordingly, the main EAS profile is configured with the bundle type (proxy bundle), bundle ID, and list of EASIDs which belongs to the proxy bundle. The ECS identifies the EES which the main EAS registered to as described in clause 8.3.3.2.2. Then the EES identifies main EAS as described in clause 8.5.2.2. Then the main EAS could interact with other proxy bundle EASs.
