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Spring 2000, related to cell broadcast issues.

Services impacted:
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Specifications affected:
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Tasks within work which are not complete:
New model to solve Contentious Issues (see below).

Consequences if not included in Release 1999:
The Cell Broadcast feature may be delayed. 
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Abstract of document: TS 23.110 describes the main functions visible at the boundary between the Access Stratum and the rest of the system, it describes in general terms the information flows, both control and user data, over this boundary and relevant for the Access Stratum.
Contentious Issues:

· Broadcast/Multicast services can not be described using the services and functions defined in the 23.110. The nature of  Broadcast/Multicast services ,like Cell Broadcast Service (CBS), are very different from other already described services. The following list  highlights these differences:

· CBS uses two segments with different QoS requirements to deliver CB messages to the UE

1. From Cell Broadcast Center (CBC) to RNC,  e.g. a segment with 1 second turnaround time, with interactive class, and  reliable transport. 

2. From RNC to UE, e.g. a segment with maximum delay of 10 seconds and a background class. 

· The service primitives used between the two legs may also be different; i.e., the related SAPs to those primitives offered by the Access Stratum may be different in the two segments 

· CBS traffic is asymmetric in nature.  The communication flow is only in one direction from the CBC to the UE.  There is no uplink channel needed and the UE can not initiate a communication or request specific information.

Changes to be performed:

· Introduce a new SAP

· Mapping Example








