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On 23.060 v.3.1.0

TDoc #
CR #
spec
Title
cat

S2-99B75
013r2
23.060
Traffic Flow Templates (TFT) for packet filtering


S2-99B01
017r1
23.060
Removal of BB Protocol
F

S2-99B72
043r2
23.060
GPRS QoS Parameters
B

S2-99C32
046r3
23.060
Addition of the sections of NSAPI, RB identity, RAB ID for UMTS and of TEID


S2-99B76
047r1
23.060
MS Initiated TFT modification, addition and deletion


S2-99B83 
048r1
23.060
interaction points for GPRS/CAMEL interwork


S2-99B90
049r1
23.060
Description of Mobility Agents in Mobile IP
B

S2-99B06
051
23.060
No (P-)TMSI in Complete messages
F

S2-99E73
053r3
23.060
Releases 97, 98 and 99 interactions
B

S2-99B95
055r1
23.060
Clarification of MM procedures in PMM-IDLE for common UMTS/GSM RA
C

S2-99E65
059r1
23.060
UMTS <-> GPRS Intersystem change (handover)
D

S2-99C30
060r2
23.060
UMTS-GPRS Intersystem Handover


S2-99E78
061r1
23.060
N2 would like to ask S1 and S2 advice on how to handle the UMTS PS domain to GPRS handover from a service aspects point of view, in view of
F

S2-99E09
066r1
23.060
Improving charging efficiency  - conditionally agreed


S2-99F51
067r2
23.060
Subscriber and equipment trace for PS domain


S2-99E22
068r1
23.060
BSS QoS involvement improvements
F

S2-99D75
069
23.060
GPRS Mobile Stations classes


S2-99E10
070r1
23.060
Usage of TI in the secondary PDP context activation procedure -CA
F

S2-99D77
071
23.060
Logical Link Management Functions for GPRS
D

S2-99D78
072
23.060
Packet Domain Core Network Nodes
D

S2-99D79
073
23.060
User Plane for UMTS
D

S2-99D89
074
23.060
UTRAN Registration Area Identity and Cell Identity - CHECK


S2-99F28
075r2
23.060
Unnecessary of cell identity and cell identity age in 3G-SGSN MM context
F

S2-99D91
076
23.060
Deletion of TFT in 3G-SGSN PDP context
F

S2-99D92
077
23.060
The number of RNC RAB contexts in a RNC context
F

S2-99E67
078r1
23.060
The usage of reordering required parameter
B 

S2-99E68
079r1
23.060
Information storage in USIM


S2-99E54
081
23.060
CS paging response
F

S2-99E55
082
23.060
SMS support in 3G-SGSN
B

S2-99F30
083r2
23.060
Usage of secondary PDP context activation procedure


