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**** START OF CHANGES ****
[bookmark: _Toc19783191][bookmark: _Toc26886975][bookmark: _Toc114479799]A.1.2	Minimum set of functions defining the MME network product class
According to TR 33.916 [2], a network product class is a class of products that all implement a common set of 3GPP-defined functionalities. Therefore, in order to define the MME network product class it is necessary to define the common set of 3GPP-defined functionalities that is constitutive for an MME. As part of the MME network product, it is expected that the MME  contains MME application, a set of running processes (typically more than one) executing the software package for the MME functions and OAM functions that are specific to the MME network product model. Functionalities specific to the MME network product introduce additional threats and/or critical assets as described below. Related security requirements and test cases have been captured in TS 33.116 [5]. 
NOTE:	For the purposes of the present document, this common set is defined to be the list of functions contained in clause 4.4.2 of TS 23.401, Release 8 [38]. 
***** NEXT CHANGE  ****
[bookmark: _Toc19783230][bookmark: _Toc26887014][bookmark: _Toc114479838]C.1.2	Minimum set of functions defining the eNB network product class
As part of the eNB network product, it is expected that the eNB  contains eNB application, a set of running processes (typically more than one) executing the software package for the eNB functions and OAM functions that are specific to the eNB network product model. Functionalities specific to the eNB network product introduce additional threats and/or critical assets as described below. Related security requirements and test cases have been captured in TS 33.216 [20]. 
NOTE:	For the purposes of the present document, this common set is defined to be the list of functions contained in clause 4.1 of TS 36.300, Release 8 [19] and clause 4.4.1 of TS 234.401, Release 8 [38]. 
***** END OF CHANGES  ****
