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Start of Modified Section


[bookmark: _Toc105582714]4.3.35	TraceReference <<dataType>>
[bookmark: _Toc105582715]4.3.35.1	Definition
This <<dataType>> defines a globally unique identifier, which uniquely identifies the Trace Session that is created by the TraceJob. It is composed of the MCC, MNC (resulting in PLMN identifier) and the trace identifier.
[bookmark: _Toc105582716]4.3.35.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	mcc
	M
	T
	T
	T
	N/A

	mnc
	M
	T
	T
	T
	N/A

	traceId
	M
	T
	T
	T
	N/A


4.3.35.3	Attribute constraints
None.
4.3.35.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

[bookmark: _Toc105582717][bookmark: _Hlk68785801]4.3.36	AreaConfig <<dataType>>
[bookmark: _Toc105582718]4.3.36.1	Definition
This <<dataType>> defines the area for which measurement logging should be performed. It is described by a list of cells and a list of frequencies.
[bookmark: _Toc105582719]4.3.36.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	freqInfo
	M
	T
	T
	F
	T

	pciList
	M
	T
	T
	F
	T


4.3.36.3	Attribute constraints
None.
4.3.36.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

[bookmark: _Toc105582720]4.3.37	FreqInfo <<dataType>>
[bookmark: _Toc105582721]4.3.37.1	Definition
This <<dataType>> defines the RF reference frequency and the frequency operating bands used in a cell for a given direction (UL or DL) in FDD or for both UL and DL directions in TDD. 
[bookmark: _Toc105582722]4.3.37.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	arfcn
	M
	T
	T
	F
	T

	freqBands
	M
	T
	T
	F
	T


4.3.37.3	Attribute constraints
None.
4.3.37.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

[bookmark: _Toc105582723]4.3.38	AreaScope <<dataType>>
[bookmark: _Toc105582724]4.3.38.1	Definition
This <<dataType>> defines the area scope of MDT.
The Area Scope parameter in LTE and NR is either:
-	list of Cells, identified by E-UTRAN-CGI or NG-RAN CGI. Maximum 32 CGI can be defined.
-	list of Tracking Area, identified by TAC. Maximum of 8 TAC can be defined. 
-	list of Tracking Area Identity, identified by TAC with associated plmn-Identity perTAC-List containing the PLMN identity for each TAC. Maximum of 8 TAI can be defined. 
[bookmark: _Toc105582725]4.3.38.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	choice
	
	
	
	
	

	 > eutraCellIdList
	O
	T
	T
	F
	T

	 > nrCellIdList
	O
	T
	T
	F
	T

	 > tacList
	O
	T
	T
	F
	T

	 > taiList
	O
	T
	T
	F
	T


4.3.38.3	Attribute constraints
None.
4.3.38.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc105582726]4.3.39	Tai <<dataType>>
[bookmark: _Toc105582727]4.3.39.1	Definition
This <<dataType>> defines a Tracking Area Identity (TAI) as specified in clause 28.6 of TS 23.003 [5], clause 8.2 of TS 38.300 [33] and clause 9.3.3.11 of TS 38.413 [34]. It is composed of the PLMN identifier (PLMN-Id, which is composed of the MCC and MNC) and the Tracking Area Code (TAC). 
[bookmark: _Toc105582728]4.3.39.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	mcc
	M
	T
	T
	T
	N/A

	mnc
	M
	T
	T
	T
	N/A

	tac
	M
	T
	T
	T
	N/A


4.3.39.3	Attribute constraints
None.
4.3.39.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc105582729]4.3.40	MbsfnArea <<dataType>>
[bookmark: _Toc105582730]4.3.40.1	Definition
This <<dataType>> defines a MBSFN area. It is composed of the MBSFN Area identifier and the carrier frequency (EARFCN).
[bookmark: _Toc105582731]4.3.40.2	Attributes
	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	mbsfnAreaId
	M
	T
	T
	F
	T

	earfcn
	M
	T
	T
	F
	T



4.3.40.3	Attribute constraints
None.
4.3.40.4	Notifications
The subclause 4.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
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