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Start of First change
 
[bookmark: _Hlk135851500]5.1.M	Intent containing an expectation for end-to-end network optimization
5.1.M.1	Introduction
In this scenario, MnS consumer expresses its intent containing an intent expectation with targets on the whole Network including RAN and Core. The intent may for example be for optimization of the network resources, i.e. the intent expectation captures the objectives for an entity that undertakes optimization for the network. The expectation may be termed as network resources expectation. The network resources expectation targets may express the desired performance optimization outcomes. Depending on the stated targets, the MnS producer may as such configure one or more optimization functions to achieve the desired targets. The network optimization expectation targets may for example be end-to-end KPI targets that the optimization is required to achieve. 
The network optimization expectation may include relative prioritizations of the different targets which indicate the relative interests of the intent MnS consumer on the different network attributes.
5.1.M.2	Requirements
REQ-Intent_NetOpt-1 The intent driven MnS for end-to-end network shall have capability enabling MnS consumer to express intent containing an expectation with targets on t end-to-end the end-to-end Network including the RAN and core .
REQ-Intent_NetOpt-1 The intent driven MnS for end-to-end network shall have capability enabling MnS consumer to express intent containing an expectation with the prioritization of the targets to be achieved.
REQ-Intent_ NetOpt-2 The intent driven MnS for end-to-end network shall have capability enabling MnS consumer to obtain fulfilment information of intent containing an expectation with targets on the end-to-end Network.
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