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5.X	Performance measurements for NWDAF
5.X.A	Measurements related to the NWDAF analytics service
5.X.A.1	Time consumption of NWDAF providing analytcis service information
a)	This measurement provides the time consumed by the NWDAF to generate and provide the analytics service information. The measurement is calculated per Analytics ID (see clause 5.1.6.2.42 and 5.1.6.3.4 in TS 29.520 [X]).
b)	DER (n=1)
c)	This measurement is obtained by the following method: 
- the time when the NWDAF sends the notification related to the analytics service subscription to the NWDAF service consumer, minus the time when the NWDAF receives the corresponding analytics service subscription from the NWDAF service consumer (See TS 23.288 [2]). In the case where there are multiple notifications for single subscription, this measurement is obtained by calculating the time when the NWDAF sends the first notification related to the analytics service subscription to the NWDAF service consumer, minus the time when the NWDAF receives the corresponding analytics service subscription from the NWDAF service consumer, or
- the time when the NWDAF sends the response related to the analytics service request to the NWDAF service consumer, minus the time when the NWDAF receives the corresponding analytics service request from the NWDAF service consumer (See TS 23.288 [2]).
d)	A real value in milliseconds 
e)	The measurement name has the form DANS.AnalyticsSerTimeCons, and
DANS.AnalyticsSerTimeCons.AnalyticsID, where AnalyticsID identifies different analytics.
f)	NWDAFFunction
g)	Valid for packet switched traffic
h)	5GS
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