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* * * First Change * * * *
[bookmark: _Toc37790897][bookmark: _Toc42003846][bookmark: _Toc50584156][bookmark: _Toc50584500][bookmark: _Toc57673343][bookmark: _Toc131200514]3.3	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AC	Application Client
ACID	Application Client Identification
ACR	Application Context Relocation
ACT	Application Context Transfer
AEF	API Exposing Function
AF	Application Function
APN	Access Point Name
ASP	Application Service Provider
CAPIF	Common API Framework
CAS	Cloud Application Server
CES	Cloud Enabler Server
DN	Data Network
DNAI	Data Network Access Identifier
DNN	Data Network Name
H-ECS	Home Edge Configuration Server
H-EES	Home Edge Enabler Server
EAS	Edge Application Server
EASID	Edge Application Server Identification
ECI	Edge and Cloud Interworking
ECS	Edge Configuration Server
ECS-ER	Edge Configuration Server – Edge Repository
ECSP	Edge Computing Service Provider
EDN	Edge Data Network
EEC	Edge Enabler Client
EECID	Edge Enabler Client Identification
ETSI	European Telecommunications Standards Institute
EEL	Edge Enabler layer
EES	Edge Enabler Server
EESID	Edge Enabler Server Identification
FQDN	Fully Qualified Domain Name 
GPSI	Generic Public Subscription Identifier
GSM	Global System for Mobile Communications
GSMA	GSM Association
LADN	Local Area Data Network 
MEC	Multi-access Edge Computing
NEF	Network Exposure Function
OP	Operator Platform
OPG	Operator Platform Group
PCF	Policy Control Function
PSA	PDU Session Anchor
S-EAS	Source Edge Application Server
S-EES	Source Edge Enabler Server
SCEF	Service Capability Exposure Function
SEAL	Service Enabler Layer Architecture
SMF	Session Management Function
SSID	Service Set Identifier
T-EAS	Target Edge Application Server
T-EES	Target Edge Enabler Server 
TAI	Tracking Area Identity
URSP	UE Route Selection Policy
V-ECS	Visited Edge Configuration Server
V-EES	Visited Edge Enabler Server

* * * Next Change * * * *
[bookmark: _Toc131200521]4.6	Support for service continuity
When a UE moves to a new location, different EASs can be more suitable for serving the UE. When no suitable EAS can be found for serving the UE, the service session may transition to a CAS. Such transitions can result from a non-mobility event also, requiring support from the edge enabler layer to maintain the continuity of the service. Support for service continuity provides several features for minimizing the application layer service interruption by replacing the S-EAS connected to the AC in the UE, with a T-EAS or CAS. Support for service continuity is further specified in clause 8.8.

* * * Next Change * * * *
[bookmark: _Toc37793120][bookmark: _Toc50584195][bookmark: _Toc50584539][bookmark: _Toc57673382][bookmark: _Toc131200560][bookmark: _Toc37790936][bookmark: _Toc42003885]5.2.11	Service continuity
[bookmark: _Toc37793121][bookmark: _Toc50584196][bookmark: _Toc50584540][bookmark: _Toc57673383][bookmark: _Toc131200561]5.2.11.1	General
This clause specifies the requirements for service continuity.
[bookmark: _Toc37793122][bookmark: _Toc50584197][bookmark: _Toc50584541][bookmark: _Toc57673384][bookmark: _Toc131200562]5.2.11.2	Requirements
[AR-5.2.11.2-a]	The application layer architecture shall provide mechanisms to support service continuity such that the Application Context with a S-EAS is transferred to a T-EAS.
[AR-5.2.11.2-b]	The application layer architecture shall provide mechanisms to support service continuity such that the Application Context with an EAS is transferred to a CAS.
[AR-5.2.11.2-c]	The application layer architecture shall provide mechanisms to support service continuity such that the Application Context with a CAS is transferred to an EAS.

* * * Next Change * * * *
[bookmark: _Toc37790968][bookmark: _Toc42003918][bookmark: _Toc50584232][bookmark: _Toc50584576][bookmark: _Toc57673419][bookmark: _Toc131200618]6.6.2.AA	CES
The following cardinality rules apply for CES:
a)	One CES may be located in a cloud DN per ECSP.

* * * Next Change * * * *
6.6.2.BB	CAS
The following cardinality rules apply for CASs:
a)	One or more CAS(s) may be located in a cloud DN.
* * * Next Change * * * *
[bookmark: _Toc37790971][bookmark: _Toc42003921][bookmark: _Toc50584236][bookmark: _Toc50584580][bookmark: _Toc57673423][bookmark: _Toc131200622]6.6.3.CC	ECI-1 (Between CAS and EES)
The following cardinality rules apply for ECI-1:
a)	One CAS may communicate with one or more EES(s) concurrently; and
b)	One EES may communicate with one or more CAS(s) concurrently.

* * * Next Change * * * *
[bookmark: _Toc37790974][bookmark: _Toc42003924][bookmark: _Toc50584239][bookmark: _Toc50584583][bookmark: _Toc57673426][bookmark: _Toc131200625]6.6.3.DD	ECI-2 (Between CAS and ECS)
The following cardinality rules apply for ECI-2:
a)	One CAS may communicate with one or more ECS(s) concurrently; and
b)	One ECS may communicate with one or more CAS(s) concurrently.

* * * Next Change * * * *
6.6.3.EE	ECI-3 (Between CES and ECS)
The following cardinality rules apply for ECI-3:
a)	One CES may communicate with one or more ECS(s) concurrently; and
b)	One ECS may communicate with one or more CES(s) concurrently.

* * * Next Change * * * *
[bookmark: _Toc42003925][bookmark: _Toc50584240][bookmark: _Toc50584584][bookmark: _Toc57673427][bookmark: _Toc131200626]6.6.3.FF	ECI-4 (Between CES and EES)
The following cardinality rules apply for ECI-4:
a)	One CES may communicate with one or more EES(s) concurrently; and
b)	One EES may communicate with one or more CES(s) concurrently.

* * * Next Change * * * *
6.6.3.GG	CLOUD-1 (Between CAS and CES)
The following cardinality rules apply for CLOUD-1:
a)	One CAS may communicate with only one CES within the same cloud DN; and
b)	One CES may communicate with one or more CAS(s) concurrently.
Editor's note:	Whether CAS may communicate with more than one CES concurrently is FFS.

* * * Next Change * * * *
6.6.3.HH	CLOUD-2 (Between CES and CES)
The following cardinality rules apply for CLOUD-2:
a)	One CES may communicate with one or more CES(s) concurrently.

* * * Next Change * * * *
[bookmark: _Toc131200628]6.7	Capability exposure for enabling edge applications
Editor's note:	It is FFS how capability exposure for enabling cloud applications via CES is enabled.

* * * End of Changes * * * *

