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* * * First Change * * * *
[bookmark: _Toc50584286][bookmark: _Toc50584630][bookmark: _Toc57673478][bookmark: _Toc131200694]8.3.3.3.6	Service provisioning notification
Table 8.3.3.3.6-1 describes the information elements for service provisioning notification from the ECS to the EEC.
Table 8.3.3.3.6-1: Service provisioning notification
	Information element
	Status
	Description

	Subscription ID
	M
	Subscription identifier corresponding to the subscription stored in the ECS for the request

	List of EDN configuration information (see NOTE)
	M 
	List of EDN configuration information as defined in Table 8.3.3.3.3-2.

	Redirect (see NOTE)
	O
	Indicates redirection to (an)other ECS(s). 

	> ECS(s) information
	M
	Endpoint address of ECS(s) to which the UE is redirected for service provisioning.

	> DNN
	O
	DNN required for establishing PDU Session to the redirected ECS 

	> S-NSSAI
	O
	S-NSSAI required for establishing PDU Session to the redirected ECS

	NOTE:	One of the IEs shall be present.



NOTE:	When SEAL NMS is used, Service provisioning notification is the Notification data in SEAL Notification message of clause 17.3.2.4 in 3GPP TS 23.434 [13].
Editor's note:	Similar updates to other Subscription and Notification messages is FFS.
[bookmark: _GoBack]* * * End of Change * * * *

