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[bookmark: _Toc517082226]* * * * First change * * * *
[bookmark: _Toc24660240][bookmark: _Toc122612587]10.6.2.12.x	User regroup MCPTT ID list update 
Figure 10.6.2.12.x-1 illustrates the procedure to add or remove an MCPTT user based on the MCPTT user criteria known at the MC service server.
NOTE 1: 	This procedure applies to MCPTT users that have been added and are to be added to the preconfigured regroup group based on MCPTT user criteria known at the MCPTT server. If only the criteria are to be applied, then only the criteria are included in the request and both the group and user lists are not included 
Preconditions:
· A preconfigured regroup group has been established. 
-	The MCPTT server has selected MCPTT user 2 to participate in the preconfigured regroup group based on MCPTT user criteria known at the MCPTT server. 
NOTE 2:	Other participants of the preconfigured regroup group are not shown in figure 10.6.2.12.x-1 for simplicity. 



Figure 10.6.2.12.x-1: Procedure to update the MCPTT ID list 
1.	The MCPTT server detects that MCPTT client 2, which has been earlier included in the preconfigured regroup group, no longer meets the MCPTT user criteria known at the MCPTT server. 
2.	The MCPTT server sends MCPTT client 2 a preconfigured user regroup remove request. 
3.	The MCPTT client 2 notifies the MCPTT user of the preconfigured user regroup removal. 
4.	The MCPTT client 2 may send the MCPTT server a preconfigured user regroup remove response to acknowledge the preconfigured user regroup removal. 
5.	The MCPTT server updates the preconfigured regroup group (including the MCPTT user ID list) and potential group communication. 
6.	The MCPTT server detects that the MCPTT client 3 meets the MCPTT user criteria. 
7.	The MCPTT server sends the MCPTT client 3 a preconfigured regroup request. 
8.	The MCPTT client 3 notifies the MCPTT user of the preconfigured regroup request. 
9.	The MCPTT client 3 may send the MCPTT server a preconfigured regroup response. 
10.	The MCPTT server updates the preconfigured regroup group (including the MCPTT ID list), and potential group communication. 

* * * * Second change* * * *
[bookmark: _Toc24660220][bookmark: _Toc131207872]10.6.2.2.x	Preconfigured user regroup remove request (MCPTT server – MCPTT client)
Table 10.6.2.2.x-1 describes the information flow preconfigured user regroup remove request from the MCPTT server to MCPTT client.
Table 10.6.2.2.x-1 Preconfigured user regroup remove request information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT user to be removed from the regroup group

	MCPTT group ID
	M
	MCPTT group ID of the regroup group from which the MCPTT user is to be removed



* * * * Third change* * * *
10.6.2.2.y	Preconfigured user regroup remove response (MCPTT client – MCPTT server)
Table 10.6.2.2.y -1 describes the information flow preconfigured user regroup remove response from the MCPTT client to the MCPTT server.
Table 10.6.2.2.y -1 Preconfigured user regroup remove response information elements
	Information Element
	Status
	Description

	MCPTT ID
	M
	The MCPTT ID of the MCPTT user to be removed from the preconfigured regroup

	Result
	M
	Result of the preconfigured user regroup removal operation




* * * * End of changes* * * *
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