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	Reason for change:
	TR 23.700-17 clause 8.1.1 concluded to introduce support for SMF to provide non-3GPP QoS assinstance information to the 5G-RG and FN-RG.


	
	

	Summary of change:
	Add clause on differentiated QoS for devices behind the 5G-RG and FN-RG stating that during PDU session establishment and PDU session modification, if the SMF provides the 5G-RG or the W-AGF with QoS flow descriptions, the SMF may additionally signal Non-3GPP QoS Assistance Information (N3QAI) for each QoS flow to the 5G-RG or the W-AGF.
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>>>>BEGINNING OF CHANGES<<<<
4.5.X
Differentiated QoS for devices behind 5G-RG
During PDU session establishment and PDU session modification, if the SMF provides the 5G-RG with QoS flow descriptions, the SMF may additionally signal Non-3GPP QoS Assistance Information (N3QAI) for each QoS flow to the 5G-RG). Based on the N3QAI together with QoS rule information, the 5G-RG may reserve resources in the non-3GPP network behind the 5G-RG (e.g., home LAN network). N3QAI consists of the following QoS information: QoS characteristics, GFBR/MFBR, Maximum Packet Loss Rate, ARP and Periodicity (if available at the SMF).
NOTE X: 
How 5G-RG uses the Non-3GPP QoS Assistance Information to enforce QoS in the non-3GPP network is outside the scope of 3GPP.
NOTE Y: 
Transferring information like Periodicity to the 5G-RG is not meant to support TSC/TSN like flows but to support consumer real time applications like XR (extended Reality, etc.).
>>>>END OF CHANGES<<<<
