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	Reason for change:
	The charging selection for the 5GS usage for Edge Computing and edge application server deployment in the charging principle is missing. 

	
	

	Summary of change:
	Add the charging selection for the charging principle of the 5GS usage for Edge Computing and edge application server deployment.

	
	

	Consequences if not approved:
	The template of the charging principle is not aligned.
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[bookmark: _Toc106287163][bookmark: _Toc106286879][bookmark: _Toc106286737][bookmark: _Toc106286555][bookmark: _Toc106264839]5.1.2.X	CHF selection
The CHF Address(es) selection by the SMF for 5GS usage for Edge Computing are specified in 3GPP TS 32.255 [11].

	[bookmark: _Hlk131620110]Next change


[bookmark: _Toc106287172][bookmark: _Toc106286888][bookmark: _Toc106286746][bookmark: _Toc106286564][bookmark: _Toc106264848]5.1.4.3	Charging information
Charging information for EAS deployment charging is collected for each EAS by the CEF from the MnS.
The CEF collects the following charging information for converged charging of EAS deployment charging:
-	EAS deployment requirements: the requirements for EAS deployment (e.g. the topological or geographical service areas, software image information), see 3GPP TS 28.538 [12];
-	EAS: the charging information identifying the EAS which the LCM is for;
-	EDN: the charging information identifying the EDN where the EAS is/was deployed;
-	LCM start time: the charging information indicating the start time of the LCM process;
-	LCM end time: the charging information indicating the end time of the LCM process.
	Next change


[bookmark: _Toc106287177][bookmark: _Toc106286893][bookmark: _Toc106286751][bookmark: _Toc106286569][bookmark: _Toc106264853]5.1.4.X	CHF selection
The CHF Address(es) selection by the CEF is done during the EAS deployment process based on the following options:
-	NRF based discovery.
-	CEF locally provisioned charging characteristics.
The priority order between these options depends on Operator's policies.
Once selected, these CHF Address(es) shall be used as long as the EAS is deployed in the EDN.
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