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	1st Change


[bookmark: _Toc96612064][bookmark: _Toc96936149][bookmark: _Toc96936406][bookmark: _Toc105516533]6.3.2	EASRequirements
[bookmark: _Toc96936150][bookmark: _Toc96936407][bookmark: _Toc105516534]6.3.2.1	Definition
This represent the requirements needed to deploy EAS(s).
[bookmark: _Toc96936151][bookmark: _Toc96936408][bookmark: _Toc105516535]6.3.2.2	Attributes
The EASRequirements IOC includes attributes inherited from Top IOC (defined in TS 28.622[4]) and the following attributes:
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	requiredEASservingLocation
	M
	T
	TF
	F
	T

	softwareImageInfo
	M
	T
	TF
	F
	T

	affinityAntiAffinity
	M
	T
	TF
	F
	T

	serviceContinuity
	M
	T
	TF
	F
	T

	virtualResource
	M
	T
	TF
	F
	T


[bookmark: _Toc96936152][bookmark: _Toc96936409]
Editor's note: which entity is responsible for creating VNFD based on the deployment requirement as shown in the above figure (e.g., softwareImageInfo and virtualResource) is FFS.
[bookmark: _Toc105516536]6.3.2.3	Attribute constraints
None.
[bookmark: _Toc96936153][bookmark: _Toc96936410][bookmark: _Toc105516537]6.3.2.4	Notifications
The common notifications defined in clause 5.5 of TS 28.541 [3] are valid for this IOC, without exceptions or additions.


	2nd Change


[bookmark: _Toc96612065][bookmark: _Toc96936154][bookmark: _Toc96936411][bookmark: _Toc105516538]6.3.3	ServingLocation <<dataType>>
[bookmark: _Toc96936155][bookmark: _Toc96936412][bookmark: _Toc105516539]6.3.3.1	Definition
This datatype represents the location which is to be served by the node.
[bookmark: _Toc96936156][bookmark: _Toc96936413][bookmark: _Toc105516540]6.3.3.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	geographicalLocation
	CM
	T
	TF
	F
	T

	topologicalLocation
	CM
	T
	T
	F
	T

	
	
	
	
	
	



[bookmark: _Toc96936157][bookmark: _Toc96936414][bookmark: _Toc105516541]6.3.3.3	Attribute constraints
	Name
	Definition

	geographicalLocation Support Qualifier
	Condition: If the serving location is defined as Geographical Service Area [2].

	topologicalLocation Support Qualifier
	Condition: If the serving location is defined as Topological Service Area [2].



NOTE: 	Only one of the attributes is needed.
[bookmark: _Toc96936158][bookmark: _Toc96936415][bookmark: _Toc105516542]6.3.3.4	Notifications
The clause 5.5, in TS 28.541[3], of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.

	3rd Change


[bookmark: _Toc96612073][bookmark: _Toc96936188][bookmark: _Toc96936446][bookmark: _Toc105516578]6.3.11	AffinityAntiAffinity <<datatype>>
[bookmark: _Toc96936189][bookmark: _Toc96936447][bookmark: _Toc105516579]6.3.11.1	Definition
This datatype represent the affinity and anti-affinity requirements of the EAS with other EAS on the same EDN.
[bookmark: _Toc96936190][bookmark: _Toc96936448][bookmark: _Toc105516580]6.3.11.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	affinityEAS
	M
	T
	TF
	F
	T

	antiAffinityEAS
	M
	T
	T
	F
	T

	
	
	
	
	
	



[bookmark: _Toc96936191][bookmark: _Toc96936449][bookmark: _Toc105516581]6.3.11.3	Attribute constraints
None.
[bookmark: _Toc105516582]6.3.11.4	Notifications
The clause 5.5, in TS 28.541[3], of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.


	4th Change



[bookmark: _Toc96612075][bookmark: _Toc96936196][bookmark: _Toc96936454][bookmark: _Toc105516588]6.3.13	EESFunction
[bookmark: _Toc96936197][bookmark: _Toc96936455][bookmark: _Toc105516589]6.3.13.1	Definition
This IOC represent the properties of a EES in a 3GPP network. For more information about EES, see 3GPP TS 23.558.
[bookmark: _Toc96936198][bookmark: _Toc96936456][bookmark: _Toc105516590]6.3.13.2	Attributes
The EESFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622 [4]) and the following attributes:
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	eESIdentifier
	M
	T
	T
	F
	T

	eESServingLocation
	M
	T
	T
	F
	T

	eESAddress
	M
	T
	T
	F
	T

	softwareImageInfo
	M
	T
	T
	F
	T

	serviceContinuitySupport
	M
	T
	T
	F
	T

	Attribute related to role
	
	
	
	
	

	eASFunctonRef
	M
	T
	T
	F
	T



[bookmark: _Toc96936199][bookmark: _Toc96936457][bookmark: _Toc105516591]6.3.13.3	Attribute constraints
None.
[bookmark: _Toc105516592]6.3.13.4	Notifications
The common notifications defined in clause 5.5 of TS 28.541 [3] are valid for this IOC, without exceptions or additions.


	End of Change



