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[bookmark: OLE_LINK16][bookmark: OLE_LINK17]* * * First Change * * * *
[bookmark: _Toc122516676]9.3	Procedures and information flows for Location management (on-network)
9.3.x	Location service registration update procedure
Figure 9.3.x-1 illustrates the procedure of client-triggered location service registration  update. The Location Management Client may update its supported location capabilities (e.g.  location access type, position methods) which has registered to the Location Management Server before.
Pre-condition:
The Location Management Client has registered to the Location Management Server.



Figure 9.3.x-1: Location service registration update procedure
[bookmark: OLE_LINK23][bookmark: OLE_LINK24]1.	The LM Client decides to trigger the registration  update request to LM Server to update the location capabilities which have registered to the LM Server before. 
2.	The LM Client sends location service registration update request to the LM Server with the identifier of the VAL UE, the VAL service ID and updated location capabilities. 
3.	The LM server checks the authorization for the VAL UE's registration  update request. If the authorization is successful, the LM server will update the UE’s location capabilities received in step 2.
4.  The LM Server sends location service registration  update response to the LM Client.

* * * Next Change * * * *
9.3.2.x	Location service registration update request
Table 9.3.2.x-1 describes the information flow from the location management client to the location management server for update the registered location service.
Table 9.3.2.x-1: Location service registration update request
	Information element
	Status
	Description

	Identity
	M
	Identity of the VAL user or identity of the VAL UE.

	VAL service ID
	O
	Identity of the VAL service for which the location service is updated.

	Location capability
	O
	The information of location capability of VAL UE for which the location service is updated.

	>Location access type
(NOTE 2)
	O
(NOTE 1)
	Identifies the updated location access type of the VAL UE. E.g. as described in TS 23.273[50] and TS 29.572[51].

	>Positioning method
	O
(NOTE 1)
	Identifies the updated positioning methods of the VAL UE. E.g. as described in TS 23.273[50] and TS 29.572[51].

	NOTE 1:  At least one of these rows shall be present.
NOTE 2:  The non-3GPP access as defined in TS 23.273[50] and TS 29.572[51] is out of scope of the present specification.



* * * Next Change * * * *
9.3.2.y	Location service registration update response
Table 9.3.2.y-1 describes the information flow from the location management server to the location management client for the location service registration update response.
Table 9.3.2.y-1: Location service registration update response
	Information element
	Status
	Description

	Update status
	M
	It indicated the update result.




* * * End of Changes * * * *
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