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* * * First Change * * * *
[bookmark: _Toc131692913]9.3.7	Location information subscription procedure
Figure 9.3.7-1 illustrates the high level procedure of location information subscription request. The same procedure can be applied for location management client and other entities that would like to subscribe to VAL user or VAL UE location information. This procedure is also used for intiating tracking a UE's location.


Figure 9.3.7-1: Location information subscription request procedure
1.	The VAL server sends a location information subscription request to the location management server to subscribe location information of one or more VAL users or VAL UEs. The request may include an indication for supplementary location information and the location QoS which contains the location accuracy, response Time and QoS class as defined in clause 4.1b of TS 23.273 [50].
2.	The location management server shall check if the VAL server is authorized to initiate the location information subscription request and may retrieve the available and proper location access type (e.g. as described in clause 6.1.6.3.6 and 6.1.6.3.17 of TS 29.572 [51]) and positioning methods (e.g. as described in TS 23.273[50] andclause 6.1.6.3.6 of TS 29.572 [51]) for the target VAL UE based on the received location QoS. Further, the location management server may initiate location reporting configuration optionally including the retrieved location access type and positioning methods with the location management client of the UE for immediate reporting. 
3.	The location management server may optionally subscribe for UE location information from 3GPP core network for the UE. If the indication for supplementary location information is included in step 1, then UE location information is obtained from the 3GPP core network and/or the 3rd party location management server.
NOTE:	How the location management server obtains the UE location from the 3rd party location management server is out of scope of this specification.
4.	The location management server determines the UE location information of the UE as received in steps 2 and 3 and checks if it meets the location QoS requirements (if any) or not.
5.	The location management server replies with a location information subscription response indicating the subscription status and if immediate reporting was requested, the location information of the VAL UE(s).

* * * End of Changes * * * *
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