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* * * First Change * * * *
[bookmark: _Toc131692885]9.3.2.x	Location information unsubscribe request
Table 9.3.2.x-1 describes the information flow from the VAL server or location management client to the location management server for location information unsubscribe request.
[bookmark: OLE_LINK40][bookmark: OLE_LINK41][bookmark: OLE_LINK44]Table 9.3.2.x-1: Location information unsubscribe request
	Information element
	Status
	Description

	Requestor ID
	M
	Identity of the VAL server or VAL UE’s requesting ID. 



[bookmark: _Toc131692886]9.3.2.y	Location information unsubscribe response
Table 9.3.2.y-1 describes the information flow from the location management server to the VAL server or location management client for location information unsubscribe response.
Table 9.3.2.y-1: Location information unsubscribe response
	Information element
	Status
	Description

	Request status
	M
	It indicates the unsubscribe request result



* * * Next Change * * * *
[bookmark: _Toc131692923]9.3.z	Location information unsubscribe procedure
Figure 9.3.z-1 illustrates the high level procedure of location information unsubscribe request. The same procedure can be applied for the location management client and other entities that would like to unsubscribe to the VAL UE’s location information.


Figure 9.3.z-1: Location information unsubscribe procedure
1.	The VAL server sends location information unsubscribe request to the location management server to unsubscribe the subscription to the VAL UE’s location information. 
2.	The location management server replies with location information unsubscribe response indicating the unsubscribe status.

* * * Next Change * * * *
[bookmark: _Toc131692891]9.3.2.p	Monitor location unsubscribe request
Table 9.3.2.p-1 describes the information flow from the VAL server to the LM server for monitor location unsubscribe request.
Table 9.3.2.p-1: Monitor location unsubscribe request
	Information element
	Status
	Description

	Requestor ID
	M
	[bookmark: _GoBack]Identity of the VAL server’s requesting ID. 



[bookmark: _Toc131692892]9.3.2.q	Monitor location unsubscribe response
Table 9.3.2.q-1 describes the information flow from LM server to the VAL server for monitor location unsubscribe response. 
Table 9.3.2.q-1: Monitor location unsubscribe response
	Information element
	Status
	Description

	[bookmark: OLE_LINK21][bookmark: OLE_LINK22]Request status
	M
	It indicates the unsubscribe request result



* * * Next Change * * * *
9.3.r	Monitor location unsubscribe procedure
Figure 9.3.r-1 illustrates the high level procedure of location monitoring unsubscribe request. The same procedure can be applied for other entities that would like to unsubscribe the subscription to monitor the VAL UE's location in a given area of interest. 


Figure 9.3.r-1: Monitor location unsubscribe procedure
1.	The VAL server sends Monitor location unsubscribe request to the location management server to unsubscribe the subscription to monitor the VAL UE's location in a given area of interest. 
2.	The location management server replies with Monitor location unsubscribe response indicating the unsubscribe status. 
* * * Next Change * * * *
[bookmark: _Toc131692932]9.4	SEAL APIs for location management
[bookmark: _Toc131692933]9.4.1	General
Table 9.4.1-1 illustrates the SEAL APIs for location management.
Table 9.4.1-1: List of SEAL APIs for location management
	API Name
	API Operations
	Known Consumer(s)
	Communication Type

	SS_LocationReporting
	Create_Trigger_Location_Reporting
Update_Trigger_Location_Reporting
Cancel_Trigger_Location_Reporting
	VAL server
	Request /Response

	SS_LocationInfoEvent
	Subscribe_Location_Info 
	VAL server
	Subscribe/Notify


	
	Unsubscribe_Location_Info
	VAL server
	

	
	Notifiy_Location_Info
	VAL server
	

	SS_LocationInfoRetrieval
	Obtain_Location_Info
	VAL server
	Request /Response

	SS_LocationAreaInfoRetrieval
	Obtain_UEs_Info
	VAL server
	Request/Response

	SS_LocationMonitoring
	Subscribe_Location_Monitoring
	VAL server
	Subscribe/Notify

	
	Unsubscribe_Location_Monitoring
	VAL server
	

	
	Notify_Location_Monitoring_Events
	VAL server
	

	SS_LocationAreaMonitoring
	Subscribe_Location_Area_Monitoring
	VAL server
	Subscribe/Notify


	
	Notify_Location_Area_Monitoring_Events
	
	

	
	Update_Location_Area_Monitoring_Subscribe
	
	

	
	Unsubscribe_Location_Area_Monitoring
	
	



* * * Next Change * * * *
9.4.3	SS_LocationInfoEvent API
[bookmark: _Toc131692940]9.4.3.1	General
API description: This API enables the VAL server to subscribe and receivesubscribe, receive and unsubscribe the UEs location information from the location management server over LM-S.
* * * Next Change * * * *
9.4.3.a	Unsubscribe_Location_Info operation
API operation name: Unsubscribe_Location_Info
Description: Unsubscribe to the location information.
Known Consumers: VAL server.
Inputs: Refer subclause 9.3.2.x
Outputs: Refer subclause 9.3.2.y
See subclause 9.3.z for the details of usage of this API operation.
* * * Next Change * * * *
[bookmark: _Toc131692949]9.4.6	SS_LocationMonitoring API
9.4.6.b	Unsubscribe_Location_ Monitoring operation
API operation name: Unsubscribe_Location_Monitoring
Description: Unsubscribe to the location Monitoring request.
Known Consumers: VAL server.
Inputs: Refer subclause 9.3.2.p
Outputs: Refer subclause 9.3.2.q
See subclause 9.3.r for the details of usage of this API operation.
[bookmark: _Toc131692951]9.4.6.2	Subscribe_Location_Monitoring operation
API operation name: Subscribe_Location_Monitoring
Description: Subscription to location monitoring.
Known Consumers: VAL server.
Inputs: See subclause 9.3.2.11
Outputs: 9.3.2.12.
See subclause 9.3.11.2 for the details of usage of this API operation.
[bookmark: _Toc131692952]9.4.6.3	Notify_Location_Monitoring_Events operation
API operation name: Notify_Location_Monitoring_Events
Description: Notifying the VAL server with the location monitoring events related to VAL UE.
Known Consumers: VAL server.
Inputs: See subclause 9.3.2.13
Outputs: None.
See subclause 9.3.11.2 for the details of usage of this API operation.
[bookmark: OLE_LINK16][bookmark: OLE_LINK17]* * * Next Change * * * *
[bookmark: _Toc131692938][bookmark: _Toc131692939]9.4.2.4	Cancel_Trigger_Location_Reporting operation
API operation name: Cancel_Trigger_Location_Reporting
Description: Cancels the trigger to report location information.
Known Consumers: VAL server.
Inputs: Refer subclause 9.3.2.8
Outputs: Refer subclause 9.3.2.258
See subclause 9.3.6 for the details of usage of this API operation.
* * * End of Changes * * * *
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