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[bookmark: _Toc131200596][bookmark: _Toc122563385][bookmark: _Toc131210510]* * * First Change * * * *
[bookmark: _Toc131207615]10.6.3.3.2	Migration service de-authorization procedure initiated by MC service server
[bookmark: _Toc131207616]10.6.3.3.2.1	Migrated MC service user returns back to its primary MC system
The procedure for migration service de-authorization from a partner MC system is shown in figure 10.6.3.3.2.1K-1. 
Editor's note:	When the MC service from partner MC system is stopped for MC service user is FFS.
Pre-conditions
-	The MC service user has successfully completed the MC service authorisation with the MC service server within the primary MC system to which the MC service user is returning back from migrated MC system.


Figure 10.6.3.3.2.1-1	Service de-authorization of migration from partner MC system
1.	The primary MC service server sends a migration service de-authorization notification to the primary MC system gateway server. 
2. The primary MC system gateway server sends the migration service de-authorization notification to the partner MC system gateway server.  
NOTE 1:	If topology hiding is not used, the migration service de-authorization notification message is sent between the MC service servers in the primary and partner MC system without the need to be sent via an MC gateway server.
3. The partner MC system gateway server sends the migration service de-authorization notification to the partner MC service server.  
4. The partner MC service server updates the stored necessary information related to the was-migrated MC service user accordingly, (e.g., MC service user’s MC service ID provided by the primary MC system mapped to the MC service ID provided by partner MC system).
NOTE 2:	The period of how long MC system B will maintain the mapping information is left for implementation. 
[bookmark: _Toc131207617]10.6.3.3.2.2	Migrated MC service user migrate to another partner MC system
The procedure for migration service de-authorization from a partner MC system is shown in figure 10.6.3.3.2.2-1. 
Pre-conditions
-	The MC service user has successfully completed the MC service authorisation with the MC service server within the partner MC system C to which the MC service user is migrating into.





Figure 10.6.3.3.2.2-1	Service de-authorization of migration from partner MC system
1.	The partner MC service server of partner MC system C notifys the primary MC system of the MC service user of the MC service client by sending the MC service user authorisation notification
2.	Send the migration service de-authorization notification as specified in the steps 1-4 in Figure 10.6.3.3.2.1-1 of clause 10.6.3.3.2.1.
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