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* * * First Change * * * *
[bookmark: _Toc138282553]11.3.2.3	Get VAL user profile request
Table 11.3.2.3-1 describes the information flow get VAL user profile request from the configuration management client or VAL server to the configuration management server.
Table 11.3.2.3-1: Get VAL user profile request
	Information element
	Status
	Description

	Requester Identity 
	M
	The identity of the configuration management client or VAL server performing the request.

	Identity
	M
	The VAL user ID of the VAL user or VAL UE ID.



[bookmark: _Toc453279819][bookmark: _Toc459375157][bookmark: _Toc468105395][bookmark: _Toc468110490][bookmark: _Toc533179714][bookmark: _Toc138282554]11.3.2.4	Get VAL user profile response
Table 11.3.2.4-1 describes the information flow get VAL user profile response from the configuration management server to the configuration management client or VAL server.
Table 11.3.2.4-1: Get VAL user profile response
	Information element
	Status
	Description

	VAL user profile data
	M
(see NOTE)
	One or more VAL user profiles associated with the VAL user ID or VAL UE ID provided in the associated get VAL user profile request.

	Result
	M
	Indicates the success or failure for the operation

	NOTE:	If the Result information element indicates failure then the value of VAL user profile data information element has no meaning.



* * * End Change * * * *

