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**** First Change ****
[bookmark: _Toc145936011]5.20b	Support exposure of DNN and S-NSSAI specific Group Parameters

[bookmark: _Toc145936012]5.20b.1	Group attribute provisioning
A group may be a 5G VN group managed as defined in clause 5.29.2, as well as a group configured by OA&M.
An AF may provision DNN and S-NSSAI specific attributes for a group of UEs:
-	LADN Service area, the LADN service area iswhich consistsed of Tracking Area identities or geographical information, it is applicable to each UE member within the group and for a specific DNN and S-NSSAI.
-	Default QoS, the QoS refers to 5QI, ARP and 5QI Priority Level as defined in clause 5.7.2.7 and it is applicable to each UE member within the group and for a specific DNN and S-NSSAI.

**** Next Change ****
[bookmark: _Toc145936014]5.20b.3	Support QoS for a group
The procedure as defined in clause 4.15.6.2 of TS 23.502 [3] is applicable for provisioning of default QoS for a DNN and S-NSSAI for a group of UEs with the following clarifications and enhancements:
-	The AF request additionally contains the Default QoS for the group, and the UDM stores such QoS in the UDR and uses such QoS to set 5GS Subscribed QoS profile in Session Management Subscription data for each UE within the group.
-
NOTE: 	When a UE belongs to multiple groups simultaneously, and AF(s) provision different Default QoS for the same DNN and S-NSSAI but different groups, the strictestUDM selects a QoS profile among the groups the group memberUE belongs to is selectedfor a DNN and S-NSSAI to set the 5GS subscribed QoS profile. 
NOTE:	How the UDM selects a QoS profile is based on implementation and configuration In the case that the strictest QoS profile can not be fulfilled, the next strictest QoS profile is selected. The UDM can e.g. select a QoS profile with a higher 5QI Priority Level or higher ARP priority level.
Mechanisms as defined in clause 5.7.2.7 are used to enforce the 5GS Subscribed QoS profile for a DNN and S-NSSAI for each UE within a group thus to support enforcement of QoS for a group.

**** End of Changes ****
