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	1st Change


[bookmark: _Toc106192984][bookmark: _Toc146286134]Annex X (informative):
Potential deployment scenarios for intent interface
X.1	Description
Clause 4.1.2 describes different kinds of intents which can be applicable for different kinds of standardized reference interfaces based on roles related to 5G networks and network slicing management, see Figure 4.1.2-1.
This clause provides potential deployment scenarios for intent interface for the management of 3GPP network and services.
X.2	Potential deployment scenario#1
In this deployment scenario, 3GPP intent driven MnS (including Management operation for Intent defined in clause 6.1 and generic Information model definition in clause 6.2.1) can be applicable for following kinds of standardized reference interfaces for the management of 3GPP network and services:
-	Management interactions for Intent-NOP between NOP and NEP;
-	Management interactions for Intent-CSP between CSP and NOP;
-	Management interactions for Intent-CSC between CSC and CSP;
The scenario specific IntentExpectation definition can be different for above kinds of standardized reference interfaces. For example, the RadioNetworkExpectation can be used for Management interactions for Intent-NOP between NOP and NEP, while the EdgeServiceSupportExpectation can be based for Management interactions for Intent-CSP between CSP and NOP.
[image: ]
Figure X.2-1: Potential intent interface deployment scenario#1 
[bookmark: _Toc138424080]X.3	Potential deployment scenario#2
In this deployment scenario, 3GPP intent driven MnS can be applicable for following kinds of standardized reference interfaces for the management of 3GPP network and services:
-	Management interactions for Intent-NOP between NOP and NEP;
-	Management interactions for Intent-CSP between CSP and NOP;
TM Forum intent management API [7] can be applicable for following kinds of standardized reference interfaces for the management of 3GPP network and services:
-	Management interactions for Intent-CSC between CSC and CSP;
[image: ]
Figure X.3-1: Potential intent interface deployment scenario#2 
In this intent interface deployment scenario, following contents can be used as guidelines for transformation functionality between TM Forum intent management API for intent-CSC and 3GPP intent driven MnS for intent-CSP.
· Mapping the 3GPP and the TM Forum intentExpectation Models described in Annex C.

	End of Changes
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