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	First change



[bookmark: _Toc105681324][bookmark: _Toc145604921]6.4.1b.2	IMS converged charging CHF CDR data 
The fields of IMS converged charging CHF CDR are specified in table 6.4.1b.2.1.
Table 6.4.1b.2.1: IMS converged charging CHF record data 
	Field
	Category
	Description

	Record Type 
	M
	CHF record.

	Recording Network Function ID
	OM
	This field holds the name of the recording entity, i.e. the CHF id.

	Subscriber Identifier
	OM
	This field holds the Subscription Permanent Identifier (SUPI) of the served party. This fields should be present except for emergency session. The detail of SUPI is specified in clause 5.9.2 of TS 23.501 [200]TS 23.501 [200]

	NF Consumer Information
	M
	This field holds the information of the IMS nodes that used the charging service.

	NF Functionality
	M
	This field contains the function of the node (i.e. MRFC, IMS-GWF and SIP AS)

	NF Name
	OC
	This field holds the name of the IMS Nodes used.

	NF Address
	OC
	This fields holds the IP Address of the IMS Nodes used.

	NF PLMN ID
	OC
	This field holds the PLMN identifier (MCC MNC) of the IMS Nodes.

	Invocation Timestamp
	OC
	This field holds the timestamp of the charging service invocation, described in TS 32.290 [45].

	List of Multiple Unit Usage 
	OM
	This field holds a list of changes in charging 

	Rating Group
	OM
	This filed holds the rating group. 

	Used Unit Container
	OC
	This field holds the used units and information connected to the reported units.

	Service Identifier
	OC
	This field holds the Service Identifier.

	Triggers
	OC
	This field holds the reason for closing the used unit container.

	Trigger Timestamp
	OC
	This field holds the timestamp of the trigger.

	Time
	OC
	This field holds the amount of used time.

	Service Specific Unit
	OC
	This field holds the amount of used service specific units.

	Event Time Stamps
	OC
	This field holds the timestamps of the event reported in the Service Specific Units, if the reported units are event based.

	Rating Indicator
	OC
	This field indicates if the units have been rated or not.

	Local Sequence Number
	M
	This field holds the container sequence number.

	Record Opening Time
	M
	Time stamp when the CHF opens the records.

	Duration
	M
	Described in TS 32.298 [57].

	Record Sequence Number
	C
	Described in TS 32.298 [57].

	Cause for Record Closing 
	M
	Described in TS 32.298 [57].

	Diagnostics
	OM
	Described in TS 32.298 [57].

	Local Record Sequence Number
	OM
	Described in TS 32.298 [57].

	Record Extensions
	OC
	Described in TS 32.298 [57].

	IMS Charging Information
	OM
	This field holds the IMS specific information defined in clause 6.4.2.2.
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