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	In previous meeting reporting TEL URL was approved. This CR offers alignment of following subclause to that. In some cases, LEA may not have SIP URL, but only TEL URL. CR032 to Rel-6 33.107 (SP-030479, S3-030352, S3LI03_072r2) introduced alternative IMS LI identifier, TEL URL, which in such cases will be used by ADMF for activating the interception in CSCF. 
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7A.3
Multi-media events
-
All SIP messages to or from a targeted subscriber, and all SIP messages executed on behalf of a targeted subscriber for multi-media session control are intercepted by the P CSCF and S CSCF and sent to DF2. The target identifier used to trigger the intercept will also be sent with the SIP message. P CSCF event reports may be redundant with S CSCF event reports when the P CSCF and S CSCF reside in the same network, however, this standard does not require nor prohibit redundant information from being reported to DF2.

-
The IRI should be sent to DF2 with a reliable transport mechanism.

-
The reporting of location information for the sake of location dependent intercept is for further study.

-
The use of a correlation ID for SIP to bearer correlation is a topic for further study.

-
An intercepted SIP event sent to DF2 is shown below:

-
Observed SIP URL

· Observed TEL URL
-
Event Time and Date

-
Network element identifier

-
SIP Message Header

-
SIP Message Payload
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