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	Reason for change:
(

	Release Rel-6 ME default emergency number list contains some emergency numbers that are not needed and that will cause problems to some operators because they overlap used service or typed emergency call numbers (e.g. 110 is used as a typed emergency number in manu countries). These numbers are not needed in the list since operators that want to use these emergency numbers must anyway include them in the SIM list of emergency numbers since phones of earlier releases do not have these numbers but they are capable of reading the numbers from the SIM list. Removing these numbers eliminates the risk of unintentional (untyped emergency) calls to the emergency centre.

	
	

	Summary of change:
(

	Numbers 000, 08, 110 and 999 are removed from the list of emergency numbers that shall be stored in the ME (and used when SIM/USIM is present but does not contain emergenvy numbers).

With this change the conflict is removed and we still leave the possibility to use the numbers that were removed from the default list as emergency numbers in those countries where it is necessary.
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not approved:
	Conflicts between default emergency numbers and service numbers leading to inaccessibility of some service numbers. Unnecessary emergency calls may lead to legal issues in some countries.
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10.1.1 
Identification of emergency numbers

The ME shall identify a number dialled by the end user as a valid emergency number if it occurs under one or more of the following conditions.

a)
112 and 911 shall always be available. These numbers shall be stored on the ME.

b)
Any emergency number stored on a SIM/USIM when the SIM/USIM is present.



c)
000, 08, 110, 999, 118 and 119 when a SIM/USIM is not present. These numbers shall be stored on the ME.

d)
Additional emergency numbers that may have been downloaded by the serving network when the SIM/USIM is present.
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